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Routerl#configure terminal

Enter configuration commands, one per line. End with CNTL/Z.

Routerl (config)#interface BRI0/0

Routerl(config—-if)#ip address 10.1.99.55 255. 255. 255. 0

Routerl (config—if) #encapsulation ppp

Routerl (config-if)#dialer idle—timeout 300

Routerl(config-if)#dialer map ip 10.1.99.1 name dialhost broadcast 95551212
Routerl (config-if)#dialer load—threshold 50 either

Routerl (config—if)#dialer—group 1

Routerl(config—-if)#isdn switch-type basic—ni

Routerl (config—if)#isdn spidl 800555123400 5551234

Routerl (config—if)#isdn spid2 800555123500 5551235

Routerl (config-if) #ppp authentication chap

Routerl (config—if) #ppp multilink

Routerl (config—if) #exit

Routerl (config) #username dialhost password dialpassword

Routerl (config)#ip route 0.0.0.0 0.0.0.0 10.1.99.1 180
Routerl(config)#dialer—1list 1 protocol ip list 101

Routerl(config) #access—1list 101 deny eigrp any any

Routerl(config)#access—1list 101 permit ip any any



Routerl (config)#router eigrp 55

Routerl (config-router) #network 10.0.0.0

Routerl (config-router) end

Routerl#

VERE isdn switch—type & X0 ISDN A2 #eA/l2RA), H[E ] basic-net3. it Routerl#show isdn status
KAEE YAPRE

Routerl#ishow isdn status

Global ISDN Switchtype = basic—ni

ISDN BRI1/0 interface

dsl 8, interface ISDN Switchtype = basic-ni

Layer 1 Status:

ACTIVE

Layer 2 Status:

TEI = 85, Ces =1, SAPI = 0, State = MULTIPLE FRAME ESTABLISHED

TEI = 86, Ces = 2, SAPI = 0, State = MULTIPLE FRAME ESTABLISHED

TEI 85, ces = 1, state = 8(established)

spidl configured, spidl sent, spidl valid

TEI 86, ces = 2, state = 8(established)

spid2 configured, spid2 sent, spid2 valid

Layer 3 Status:

0 Active Layer 3 Call(s)

Activated dsl 8 CCBs = 0

The Free Channel Mask: 0x80000003

Total Allocated ISDN CCBs = 2



Routerl#
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Routerl#configure terminal

Enter configuration commands, one per line. End with CNTL/Z.

Routerl (config)#interface BRI0/0

Routerl (config—if) #encapsulation ppp

Routerl(config-if)#dialer pool-member 1

Routerl(config—-if)#isdn switch—-type basic—ni

Routerl (config—if)#isdn spidl 800555123400 5551234

Routerl(config-if)#isdn spid2 800555123500 5551235

Routerl (config—if) #ppp authentication chap

Routerl (config—if) #exit

Routerl(config)#interface BRIO/1

Routerl (config—if) #encapsulation ppp

Routerl (config—if)#dialer pool-member 1

Routerl(config—-if)#isdn switch-type basic—ni

Routerl (config—if)#isdn spidl 800555123600 5551236

Routerl (config—if)#isdn spid2 800555123700 5551237

Routerl (config-if) #ppp authentication chap

Routerl (config—if) #texit



Routerl (config)#interface Dialerl

Routerl(config—if)#ip address 10.1.99.55 255.255.255.0

Routerl (config—if) #encapsulation ppp

Routerl (config—-if)#dialer remote—name dialhost

Routerl (config-if)#dialer pool 1

Routerl (config—if)#dialer idle—timeout 300

Routerl (config-if)#dialer string 95551212

Routerl(config-if)#dialer load—threshold 50 either

Routerl (config-if)#tdialer—group 1

Routerl (config—if) #ppp authentication chap

Routerl (config—if) #ppp multilink

Routerl (config-if) #exit

Routerl (config)#username dialhost password dialpassword

Routerl(config)#ip route 0.0.0.0 0.0.0.0 10.1.99.1 180

Routerl(config)#dialer—1list 1 protocol ip list 101

Routerl (config)#access—1list 101 deny eigrp any any

Routerl(config)#access—1list 101 permit ip any any

Routerl (config)#router eigrp 55

Routerl (config-router) #network 10.0.0.0

Routerl (config-router) #end

Routerl#

Tl

dialhost#configure terminal

Enter configuration commands, one per line. End with CNTL/Z.



dialhost (config)#username Routerl password dialpassword

dialhost (config)#icontroller T1 0

dialhost (config—controller)#framing esf

dialhost (config—controller)#clock source line primary

dialhost (config—controller)#linecode b8zs

dialhost (config—controller)#pri—group timeslots 1-24

dialhost (config—controller)#exit

dialhost (config)#interface Serial0:23

dialhost (config—if) #encapsulation ppp

dialhost (config—if)#dialer rotary—group 1

dialhost (config—if)#dialer—-group 1

dialhost (config—if)#isdn switch—type primary—dms100

dialhost (config—if)#isdn not—end-to—end 56

dialhost (config—if) #exit

dialhost (config)#interface Dialerl

dialhost (config—if)#ip address 10.1.99.1 255.255.255.0

dialhost (config—if) #encapsulation ppp

dialhost (config—-if)#dialer in-band

dialhost (config—if)#dialer idle—timeout 300

dialhost (config-if)#dialer—group 1

dialhost (config—if)#no peer default ip address

dialhost (config—if) #ppp authentication chap

dialhost (config—if)#ppp multilink

dialhost (config—if)#texit



dialhost (config)#access—1ist 101 deny eigrp any any

dialhost (config)#access—list 101 permit ip any any

dialhost (config)#dialer—1list 1 protocol ip list 101

dialhost (config)#router eigrp 55

dialhost (config-router)#network 10.0.0.0

dialhost (config-router) #exit

dialhost (config)#end

dialhost#
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Router2#configure terminal

Enter configuration commands, one per line. End with CNTL/Z.

Router2 (config)#interface Async65

Router2 (config—if) #encapsulation ppp

Router2 (config-if)#dialer in—band

Router2 (config—if)#dialer pool-member 1

Router2 (config—if) #ppp authentication chap

Router2 (config-if) #async default routing

Router2 (config—if) #exit

Router2 (config)#interface Dialerl



Router?2 (config-if) #ip address 10.1.99.56 255.255.255.0

Router2 (config—if)#encapsulation ppp

Router2 (config—if)#dialer remote—name dialhost

Router2 (config-if)#dialer pool 1

Router2(config-if)#dialer idle—timeout 300

Router2 (config—if)#dialer string 95551212

Router2 (config-if)#tdialer—group 1

Router2(config—if) #ppp authentication chap

pan lang="EN-US”>Router2(config-if)#exit

Router2 (config)#line aux 0

Router2 (config-line)#modem inout

Router2 (config—line)#transport input all

Router2 (config—line)#no exec

Router2 (config—line)#speed 115200

Router2 (config-line)#exit

Router2 (config) #Husername dialhost password dialpassword

Router?2 (config)#ip route 0.0.0.0 0.0.0.0 10.1.99.1 180

Router2 (config)#dialer—1list 1 protocol ip list 101

Router?2 (config)#access—1ist 101 deny eigrp any any

Router2 (config)#access—1list 101 permit ip any any

Router?2 (config)#router eigrp 55

Router2 (config-router) #network 10.0.0.0

Router?2 (config-router) #exit

Router2 (config) #end



Router2#

HR JTAREE5E1IT show line Ak AUX 143 vty 563, i interface Async65 , #RJ5 ¥ H T HI$E:
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Routerl#configure terminal

Enter configuration commands, one per line. End with CNTL/Z.

Routerl (config)#interface Serial0/0

Routerl (config—if) #backup delay 0 300

Routerl (config—if) #tbackup interface BRI0/0

Routerl (config—if) #encapsulation frame-relay

Routerl (config—if) #down—-when—looped

Routerl (config—if) #exit

Routerl(config)#interface Serial0/0.1 point—to—point

Routerl (config-subif)#ip address 10.1.1.10 255.255. 255. 252

Routerl (config—subif)#frame-relay interface—dlci 50

Routerl (config-subif)#exit

Routerl (config)#interface BRI0/0

Routerl (config—if)#ip address 10.1.99.55 255.255. 255.0

Routerl (config—if) #encapsulation ppp

Routerl(config-if)#dialer idle—timeout 300

Routerl (config—if)#dialer map ip 10.1.99.1 name dialhost broadcast 95551212



Routerl (config-if)#dialer load—threshold 50 either

Routerl (config—if)#dialer—group 1

Routerl (config—if)#isdn switch—type basic—ni

Routerl (config—if)#isdn spidl 800555123400 5551234

Routerl (config-if)#isdn spid2 800555123500 5551235

Routerl (config-if) #ppp authentication chap

Routerl (config—if) #ppp multilink

Routerl (config—if) #exit

Routerl(config)#dialer—1list 1 protocol ip permit

Routerl (config) #end

Routerl#

TERE B ARG B SOE W B L A T b — RORHERAE R TR T &y, RO ARZ ) I

B A ) AN BEAR DA B 1 down $51 b, JF HAEIEWS DU P A0 08 LA TAAPRE, XHA™

EEHRS, AREMTH show isdn status &y & HAT AR RS R,

13.5.  f#ifl Dialer Watch

P RS Dialer Watch SEEkih R385 540

[l

Routerl#configure terminal

Enter configuration commands, one per line. End with CNTL/Z.

Routerl (config)#interface BRI0/0

Routerl (config—if)#ip address 10.1.99.55 255.255. 255.0

Routerl (config—if) #encapsulation ppp

Routerl (config—-if)#dialer map ip 10.1.1.0 name dialhost broadcast 95551212

Routerl (config—if)#dialer map ip 10.2.0.0 name dialhost broadcast 95551212

Routerl(config-if)#dialer map ip 10.1.99.1 name dialhost broadcast 95551212



Routerl (config-if)#dialer load—threshold 50 either
Routerl(config—if)#dialer watch—group 1

Routerl (config-if)#tdialer—group 1

Routerl (config—if)#isdn switch—-type basic—ni
Routerl(config—if)#isdn spidl 800555123400 5551234

Routerl (config—if)#isdn spid 2 800555123500 5551235

Routerl (config—if) #ppp authentication chap

Routerl (config—if) #ppp multilink

Routerl (config-if) #exit

Routerl (config)#router eigrp 55

Routerl (config-router) #network 10.0.0.0

Routerl (config-router) #exit

Routerl (config)#username dialhost password cisco
Routerl(config)#access—1list 101 deny eigrp any any
Routerl(config)#access—1list 101 permit ip any any
Routerl(config)#dialer—1list 1 protocol ip list 101
Routerl(config)#dialer watch-list 1 ip 10.2.0.0 255.255.0.0
Routerl(config)#dialer watch—-list 1 ip 10.1.1.0 255.255.255.0
Routerl (config)#dialer watch—-list 1 delay route—check initial 300
Routerl(config)#dialer watch-list 1 delay disconnect 15
Routerl (config) #end

Routerl#
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dialhost#fconfigure terminal

Enter configuration commands, one per line. End with CNTL/Z.

dialhost (config)#username Routerl password dialpassword

dialhost (config)#interface BRIO/0

dialhost (config—-if)#no ip address

dialhost (config—if) #encapsulation ppp

dialhost (config—-if)#dialer pool-member 1

dialhost (config—if)#isdn switch-type basic—ni

dialhost (config—if)#isdn point—to—point—setup

dialhost (config—if)#isdn spidl 800555123400 5551234

dialhost (config-if)#isdn spid2 800555123500 5551235

dialhost (config—if) #ppp authentication chap

dialhost (config—if) #ppp multilink

dialhost (config—if)#exit

dialhost (config)#interface Dialerl

dialhost (config—if)#no ip address

dialhost (config—if) #encapsulation ppp

dialhost (config—-if)#dialer idle—timeout 300

dialhost (config—if)#dialer—group 1

dialhost (config—if)#no peer default ip address

dialhost (config—if) #ppp authentication chap



dialhost (config—if) #ppp multilink

dialhost (config—if)#exit

dialhost (config)#access—1list 101 deny eigrp any any

dialhost (config)#access—1ist 101 permit ip any any

dialhost (config)#dialer-1list 1 protocol ip list 101

dialhost (config)#router eigrp 55

dialhost (config-router) #network 10.0.0.0

dialhost (config-router) #exit

dialhost (config)#interface Loopbackl

dialhost (config—if)#ip address 10.1.99.1 255.255.255.0

dialhost (config—if)#exit

dialhost (config)#interface Virtual-Templatel

dialhost (config—if)#ip unnumbered Loopbackl

dialhost (config—if) #encapsulation ppp

dialhost (config—if) #ppp authentication chap

dialhost (config—if) #ppp multilink

dialhost (config—if)#ppp multilink load-threshold 50 either

dialhost (config—if)#exit

dialhost (config)#virtual-profile virtual-template 1

dialhost (config)#end

dialhost#
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Routerl#configure terminal

Enter configuration commands, one per line. End with CNTL/Z

Routerl(config)#interface Serial0/0.1 point—to—point

Routerl (config—-subif)#bandwidth 56

Routerl (config-subif)#exit

Routerl (config)#interface BRIO/0

Routerl (config-subif)#bandwidth 54

Routerl (config—subif) #end

Routerl#
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Routerl#show dialer

Routerl#show backup

Routerl#ishow isdn status

Routerl#show isdn active

Routerl#ishow isdn history

R show dialer B ELE AT B 55 B2 Dial reason: ip (s=10.1.99.55, d=224.0.0.10), MIHIE
At 25 R A3 3RS

{!==[if !supportLists]-—>13.9. ==[endif]-—>¥ 5 & HEH
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Routerl#debug ppp authentication

Routerl#idebug dialer



