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2.150
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ISO osl 4
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type test
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/
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W3C, Extensible Mark-up Language (XML) 1.0, http://www.w3.0rg/TR/1998/REC-xml-19980210

ac
ACD

ACSE
ACS|
ACT
Acu
Age
AlS
Alm
ALPDU
Amp
An

Ang
A-Profile
APCI
APDU
API
ASDU
ASG
ASN.1
AUI

Auth
Auto
Aux
Av

B
Bat
Beh
BER
Bin
Blk
Bnd
Bo
BR
BRC
BRCB
CAD
Cap
Car
CB
CD ROM
CDC

IEC 61850

Current in Amperes (Amps)

alternating current

ACtivation information of Direction protection
Access

Application Common Service Element
Abstract Communication Service Interface
Protection ACTivation information

Acoustic

Ageing

Air Insulated Switchgear

Alarm

Application Layer Protocol Data Unit

Current — non phase related

Analogue

Angle

Application profile

Application Protocol Control Information
Application Protocol Data Unit

Application Program Interface

Application Service Data Unit

Analog SettinG

Abstract Syntax Notation one 1
Attachment Unit Interfacce, Transceiver, or connecting cable

Authorisation

Automatic

Auxiliary

Average

Bushing

Battery

Behaviour

Basic Encoding RulesASN.1 ASN.1
Binary

Block, or Blocked

Band

Bottom

Buffer Report (Functional Constraint)
Buffer Report Control class
Buffer Report Control Block
Computer Aided Design
Capahility

Carrier

Circuit Break

Compact Disc Read Only Memory
Common Data Class

CDCAName Common Data Class Attribute Name

cdcNs

common data class Name space

CDCN Space Common Data Class Name Space

CE
Cf
CF
Cfg
CFl
CG
Ch
Cha
Chg

Cooling Equipment

Crest factor

ConFiguration (Function Constraint)
Configuration

Canonical Format Identifier

Core Ground

Channel

Charger

Change

IEC 61850-6

|EC 61850-7-4
IEC 61850-3

IEC 61850-7-3
|EC 61850-7-4
IEC 61850-8-1
IEC 61850-1

IEC 61850-7-3
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-1

IEC 61850-7-4
IEC 61850-9-1
|EC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-8-1
IEC 61850-9-2
IEC 61850-9-2
IEC 61850-7-1
IEC 61850-1

IEC 61850-7-3
IEC 61850-7-1

IEC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
IEC 61850-9-1
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
|EC 61850-7-2
IEC 61850-7-2
IEC 61850-7-2
|EC 61850-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-1
IEC 61850-4
IEC 61850-1
IEC 61850-8-1
IEC 61850-7-3
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-2
|EC 61850-7-4
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-7-4

IEC 61850-7-4
IEC 61850-7-4

17
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Chk

Chr

CIM

Cir

CL

Clc
Client-CR
Clk

Cls

Cnt

CO

Col
ConNode
Cor

CRC

Crd

Crv
CSMA/CD
CT

Ctl

Ctr

Cyc

d.c

DA

DAT
DataNs
DataRef

Check

Characteristic

Common Information Model of IEC 61970-301
Circulating

Connectionless

Cadlculate

Client Conformance Requirement
Clock or Clockwise

Close

counter

ContrOl (Functional Constraint)
Cail

Connectivity Node

Correction

Cyclic Redundancy Check
Coordination

Curve

Carrier Sense Multiple Access/Collision Detection
Current Transformer/Transducer
Control

Center

Cycle

direct current

DataAttribute

DataAttribute Type

Data Name Space

Data Reference

DataAttrRef Data Attribute Reference

DC
dchg
Dea
Den
Det
DEX
DF
Diag
Dif
Dir
DI
DIt
Dmd
Dn
DO
DORef
DPC
DPS
DPSCO
DQO0dg0
Drag
Drv
DS
Dsch
DSG
DTD
dupd
Dur
DUT
EC
ECT
EF
EMC
EMI
Ena
EPRI
Eq

18

DesCripation (Function Constraint)
Trigger Option for data-change
Dead

Density

Detected

De-Excitation

Data Frame

Diagnostics

Differential/Difference

Directional

Delay

Delete

Demand

Down

Data Object

Data Object Reference

Double Point Control

Double Point Status Information
Double Point Controllable Status Output
Direct, Quadrature and Zero (0) axis quantities
Drag Hand

Drive

Data Set

Discharge

Data Set Group

Document Type Definition

trigger option for data update
During

Device Under Test

Earth Cail

Electronic Current Transformer or transducer
Earth Fault

Electro Magnetic Compatibility
Electro Magnetic Interference
Enabled

Electronic Power Research Institute
Equalisation or Equal

IEC 61970-301

IEC 61850-7-4
IEC 61850-7-4
IEC 61850-6
IEC 61850-7-4
IEC 61850-8-1
|EC 61850-7-4
IEC 61850-8-1
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-7-4

IEC 61850-7-2
IEC 61850-7-4
IEC 61850-6
IEC 61850-7-4
IEC 61850-2
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-9-1
IEC 61850-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-3
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-3
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-1
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-9-1
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-1
IEC 61850-6
IEC 61850-7-2
IEC 61850-7-1
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-9-1
IEC 61850-6
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-10
IEC 61850-7-4
IEC 61850-9-1
IEC 61850-7-4
IEC 61850-1
IEC 61850-1
IEC 61850-7-4
IEC 61850-1
IEC 61850-7-4



Ev
EVT

EX

Excl
FIS
FA
Fact
FAT
FC
FCD
FCDA
fchg
FD
Fit
Flw
FPF
Fu
Fwd
Gen
Gl
GIS
Gn
Gnd
GO
GoCB
GOMSFE

GOOSE
GPS

Gr

Grd

Gri

GS

GsCB
GSE
GSEM
GSSE

H2
Ha
Hi
HMI
HP
Hz
1/0
ICD
IEC
IED
|IEEE
IETF
IF
Imb
Imp
In
Ina
INC
Incr
Ind
Inh
Ins
Int
1P

Evaluation

Electronic Voltage Transformer or transducer
Excitation

Extended definition (Functional Constraint)
Exceeded

Exclusion

Functional Standard

Fault Arc

Factor

Factory Acceptance Test

Functional Constraint

Functional Constrained Data

Functional Constrained Data Attribute
Trigger Option for Filtered-data change
Fault Distance

Fault

Flow

Forward Power Flow

Fuse

Forward

Geneara

General Interrogation

Gas Insulated Switchgear

Generator

Ground

GOose Control

Goose Control Block

Generic Object Models for Substation and Feeder Equipment

Generic Object Oriented Substation Events
Global Positioning System (time source)
Group

Guard

Grid

GSSE Control (Functional Constraint)

GSSE Control Block

Generic Substation Event

Generic Substation Event Model

Generic Substation Status Event
Harmonics (phase related)

Hydrogen

Harmonics (non phase related)

High or Highest

Human Machine Interface

Hot Point

Hertz — frequency cycles/second

Status Inputs/Output contacts, or channels
IED Configuration Description
International Electrotechnical Commission
Intelligent Electronic Device

Ingtitute of Electrical and Electronic Engineers
Internet engineering task force

Interface

Imbalance

Impedance (phase related)

Input

Inactivity

Integer status — Controllable

Increment

Indication

Inhibit

Insulation

Integer

Internet Protocol

Hz—

IEC 61850-7-4
IEC 61850-9-1
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-8-1
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-4

IEC 61850-7-1
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-1

IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-7-2

IEC 61850-1
IEC 61850-5
IEC 61850-5
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4

IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-3
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-5
IEC 61850-10
IEC 61850-1
IEC 61850-1
IEC 61850-1
IEC 61850-8-1
IEC 61850-5
IEC 61850-7-4
|EC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
IEC 61850-7-3
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
IEC 61850-3
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I1SC
1ISCSO
ISI
1SO
IT

LAN
LC
LCB
LD

Ld
LDO
LDC
LDCR
LDCX
LDCz
IdNs
LED
Len
Lev

Lg

Lim
Lin
Liv
LLC
LLNO
LN
LN Name
LNC
LNData
LNG
InNs
Lo
LO
Loc
Lod
Lok
Los
LPHD
LSAP
LSDU
Lst
LTC

M/O
MAC
MAU
Max
MCAA
Mem
MICS
Min
MMS
Mod
Mot
ms
MS
Mst
MSvC
MSVCB
MT
MTTF
MTTR

20
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Integer Step Controlled Position Information
Integer Status Controllable Status Output
Integer Status Information

International Standard Organisation
Current x Time product

Lower

Local Area Network

Log Control Class

Log Control Block

Logica Device

Lead

Logica Device Zero

Line Drop Compensation

Line Drop Compensation Resistance
Line Drop Compensation Reactance (X)
Line Drop Compensation Impedance (Z)
logical device Name space

Light Emitting Diode

Length

Lever

Lag

LoGging (Functional Constraint)

Limit

Line

Live

Logica Link Control

Logical Node Zero

Logical Node

Logical Node Name

Logical Node Class

Logica Node Data

Logical Node Group

Logical Node Name space

Low

Lockout

Local

Load or Loading

Locked

Loss

Logical Node PHysical Device

Link Service Access Point

Link layer Service Data Unit

List

Load Tap Changer

Mintues

Mandatory

Data Object is Mandatory or Optional
MediaAccess Control

Medium Attachment Unit (Transceiver)
Maximum

MultiCast Application Association
Memory

Model Implementation Conformance Statement
Minimum

Manufacturing Message Specification
Mode

Motor

Milliseconds

Multicast Sampled value control (Functional Constraint)
Moisture

Multicast Sampled value control
Multicast Sampled value control Bolck
Main Tank

Mean Time to Failure

Mean Time to Repair

(1S09506)

IEC 61850-7-3
IEC 61850-7-4
IEC 61850-7-3
IEC 61850-1
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-5
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-1
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-3
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-9-1
IEC 61850-7-1
IEC 61850-1
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-8-1
|EC 61850-7-4
IEC 61850-7-3
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-1
IEC 61850-9-2
IEC 61850-9-1
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-9-1
IEC 61850-9-1
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-10
|EC 61850-7-4
IEC 61850-5
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-2
|EC 61850-7-4
IEC 61850-7-2
IEC 61850-7-2
|EC 61850-7-4
IEC 61850-3
IEC 61850-3



MU
MX

Nam
NCC
Net
Ng
Nom
NPL
Num

Ofs

osl

PICOM
PICS

PIXIT

Rcd
Rch
Rcl
Re
React
Rec
Red
Rel
Rem

Merging Unit

Measurand analogue value X (Functional Constraint)
Neutral

Name

Network Control Center

Net sum

Negative

Nominal, Normalising

Name Plate

Number

Optional

Offset

Operate/Operating

Open

Open Systems Interconnection
Output
Over/Override/Overflow
Partial

Parallel

Physical Connection

percent

Physical Device

Protocol Data Unit

Process Environment

Periodic

Power Factor

Phase

PHysical Device

Phase to Phase

Physical

Piece of Information for COMmunication
Protocol |mplementation Conformance Statement

Protocol Implementation eXtra Information for Testing
Pulse

Plate

Pump

Polar

Polarizing

Position

Point On Wave Switching
Phase to Phase

Phase to PhaseVoltage
Pressure

Progress

Primary

Protection

Positive

Post

Power

Trigger Option for Quality-change
Quanlity

Zero Sequence Resistance
Positive Sequence Resistance
Raise

Ratio

Record or Recording
Range

Reclaim

Retry

Reactance

Reclose

Reduction

Release

Remote

|EC 61850-9-1
IEC 61850-7-2
|EC 61850-7-4
|EC 61850-7-4
IEC 61850-5
|EC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
|EC 61850-7-2
|EC 61850-7-4
|EC 61850-7-2
|EC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4

(0sl) |EC 61850-1
|EC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
|EC 61850-7-4
IEC 61850-5
|EC 61850-7-4
|EC 61850-1
IEC 61850-7-2
|EC 61850-4
|EC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
|EC 61850-7-1
IEC 61850-7-4
|EC 61850-7-4
|EC 61850-1

(ISO/IEC 8823-2: 1994)

|EC 61850-7-2
|EC 61850-10

IEC 61850-7-4
|EC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
IEC 61850-7-2
|EC 61850-7-4
|EC 61850-7-4
|EC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
|EC 61850-7-4
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|EC 61850-7-4
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Res
Rest
RFC
Ris
RI
Rms
Rot
RP
RPF
Rs
Rl
Rst
Rsv
Rte
Rtg

SGCB

SIG
SMV
SMVC
SNTP

Residual

Resistance

Reguest For Comments

Resistance

Relation

Root mean square

Rotation

Unbuffered RePort (Functional Constraint)
Reverse Power Flow

Reset, Resetable

Result

Restraint

Reserve

Rate

Rating

Remote Terminal Unit

Reverse

Receive/Received

Step one

Step two

Substation Automation

Service Access Point

Substation Automation System

Site Acceptance Test

Sampled Analogue Vaue

Select Before Operate

Secondary Converter

Supervisory Control and DataAcquisition
Substation Configuration Description
Scheme

Substation Configuration Description Language
Supply Change Over

Specific Communication Service Mapping
Setting Group Editable (Functional Constraint)
Security

Sequence

Server-Conformance Requirement

Setting

Sulphur HexaFloride Gas

Setting Group (Functional Constraint)
Setting Group Control Class

Setting Group Control Block

Shunt

Status Indication Group

Sampled Measured Value

Sampled Measured Value Control

Simple Network Time Protocol

Sequence of Events

Speed

Set Point (Functional Constraint)

Single Point Control

Single Point Controllable Status Output
Single Point Status Information

Source

STatus Information (Functional Constraint)
Statistics

Standard

Start

Stress

Supply

System Under Test

Sampled Vaue (Functional Constraint —SV substitution)
Service

Sampled Value Control

Switch

IEC 61850-7-4
IEC 61850-7-4
IEC 61850-8-1
IEC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-1
IEC 61850-8-1
IEC 61850-1
IEC 61850-4
IEC 61850-9
IEC 61850-9-1
IEC 61850-9-1
IEC 61850-3
IEC 61850-10
IEC 61850-7-4
IEC 61850-1
IEC 61850-7-4
IEC 61850-1
IEC 61850-7-2
IEC 61850-7-3
IEC 61850-7-4
IEC 61850-8-1
IEC 61850-7-4
IEC 61850-3
IEC 61850-7-2
IEC 61850-6
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-9-1
IEC 61850-6
IEC 61850-7-2
IEC 61850-8-1
IEC 61850-7-1
IEC 61850-7-4
IEC 61850-7-2
|EC 61850-7-4
IEC 61850-7-4
IEC 61850-7-1
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
IEC 61850-10
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-6
IEC 61850-7-4



Swg
Syn
T
TCI
TCP
TCPIP
Td
Tdf
TE
Thd
Thm
Tif
Tm
Tmh
TMI

Tmm
Tmms
Tmp
Tms

To

Tot
T-Profile
TP
TPAA
TPID

Tr

Trg
TrgOp
TrgOpEna
Ts

Tu

Tx

Typ
ucaA™
UML

un

URC
URCB
URI

us
usmMvc
usvc
uUsvCB
uTC

VA
Vac
val
Var
V-Get
VID
VLAN
Viv
VMD
Vol
VT

Wac
Watt

Wh
Wid
Win
Wrm

Swing

Synchronisation

Transient data

TeleControl Interface

Transmission Control Protocol

Transmission Control Protocol/Internet Protocol
Total distortion

Transformer derating factor
Telecommunication Environment

Total harmonic distortion

Thermal

Telephone influence factor

Time

Timein hours

TeleMonitoring Interface (for example to engineer’s work-station)

Tinein minutes

Time in milliseconds

Temperature

Timein seconds

Tope

Total

Transport Profile

Three Pole

Two Party Application Association
Tag Protocol Identifier

Trip

Trigger

Trigger Option

Trigger Option Enabled

Total Signed

Total Unsigned
Transmit/Transmitted /
Type

Utility Communication Architecture
Unified Modelling Language

Under

Unbuffered Report Control
Unbuffered Report Control Block
Universal Resource ldentifier
Unicast Sampled Vaue Control (Functional Constraint)
Unicast Sampled Measured Va ue Control
Unicast Sampled Value Control
Unicast Sampled Value Control Block
Co-ordinated Universal Time
Voltage

Volt Amperes

Vaccum

Value

Volt Amperes Reactive

Virtual Get function

VLAN Identifier

Virtual Local Area Network

Value

Virtual Manufacturing Device
Voltage (non phase rel ated)

Voltage Transformer/Transducer
Watts active power

Watchdog

active power (non phase related)
Week infeed

Watt hours

Width

Windows

Warm

(1O 9506-1)

IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-5

IEC 61850-3

IEC 61850-3

IEC 61850-7-4
IEC 61850-7-4
IEC 61850-4

IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4

IEC 61850-5

IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-8-1
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-9-2
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-2
|EC 61850-7-2
IEC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-7-1
IEC 61850-7-4
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-6

IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-2
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-8-1
IEC 61850-9-2
IEC 61850-9-2
IEC 61850-7-4
IEC 61850-8-1
IEC 61850-7-4
IEC 61850-4

IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
|EC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
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X0
X1
XML
XX

z
Z0
Z1
Zer
Zn
Zro
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Zero Sequence reactance

Positive Sequence Reactance

eXtensible Mark-up Lnaguage

Wildcard characters for example al functional constraints apply

impedance

Zero sequence impedance
Positive sequence impedance
Zero

Zone

Zero sequence method

IEC 61850-7-4
IEC 61850-7-4
IEC 61850-1

IEC 61850-7-2
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
IEC 61850-7-4
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IEC 60044-7:1999 Instrument Transformers — Part 7: Electronic voltage transformers

IEC 60044-8:2000) Instrument Transformers — Part 8: Electronic current transformers

IEC 60050-101:1998 International Electrotechnical Vocabulary (IEV) - Part 101: Mathematics

IEC 60050-151:2001 International Electrotechnical Vocabulary (IEV) - Part 151: Electrical and
magnetic devices

IEC 60050-191:1990 International Electrotechnical Vocabulary (IEV). Chapter 191: Dependability
and quality of service

Amendments 1 (1999)

Amendments 2 (2002)

IEC 60050-351:1998 International Electrotechnical Vocabulary (IEV) - Part 351 Automatic Control
IEC 60050(371):1984 International Electrotechnical Vocabulary (IEV) Chapter 371 Telecontrol
Amendment 1(1997)

IEC 60050(446):1983 International Electrotechnical Vocabulary (IEV): Electrical relays

IEC 60050(448):1995 International Electrotechnical Vocabulary (IEV) - Chapter 448: Power system
protection

IEC 60050-714:1992 International Electrotechnical Vocabulary (IEV) - Chapter 714: Switching and
signalling in telecommunications

IEC 60050-715:1996 International Electrotechnical Vocabulary (IEV) - Chapter 715:
Telecommunication networks, teletraffic and operation

IEC 60050-716-1:1995 International Electrotechnical Vocabulary (IEV) - Chapter 716-1: Integrated
Digital Services Network (ISDN), Part 1:General aspects.

IEC 60050-721:1991 International Electrotechnical Vocabulary (IEV) - Chapter 721: Telegraphy,
facsimile and data communication.

IEC 60870-1-3:1997 Telecontrol equipment and systems — Part 1: General considerations -section 3:
Glossary

IEC 61850-1, Communication networks and systems in substations — Part 1: Introduction and
Overview

IEC 61850-3, Communication networks and systems in substations — Part 3: General requirements
IEC 61850-4, Communication networks and systems in substations — Part 4. System and project
management

IEC 61850-5, Communication networks and systems in substations — Part 5: Communication
requirements for functions and device models

IEC 61850-6, Communication networks and systems in substations — Part 6: Configuration
description language for communication in Electrical substation related to IEDs

IEC 61850-7-1, Communication networks and systems in substations — Part 7-1. Basic
communication structure for substation and feeder equipment — Principles and models

IEC 61850-7-2, Communication networks and systems in substations — Part 7-2: Basic
communication structure for substation and feeder equipment — Abstract communication service
interface (ACSI)

IEC 61850-7-3, Communication networks and systems in substations — Part 7-3: Basic
communication structure for substation and feeder equipment — Common data classes
IEC 61850-7-4, Communication networks and systems in substations — Part 7-4: Basic

communication structure for substation and feeder equipment — Compatible logical node and data
classes

IEC 61850-8-1, Communication networks and systems in substations — Part 8-1. Specific
Communication Service Mapping (SCSM), Mapping to MMS (ISO/IEC 9506 Part 1 and Part 2) over
ISO 8802-3

IEC 61850-9-1, Communication networks and systems in substations — Part 9-1: Specific
Communication Service Mapping (SCSM) — Sampled analogue values over serial unidirectional
multidrop point to point link.
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IEC 61850-9-2,2002 Communication networks and systems in substations — Part 9-2: Specific
Communication Service Mapping (SCSM) — Sampled analogue values over ISO 8802-3

IEC 61850-10: Communication networks and systems in substations — Part 10: Conformance testing
IEC 61970-301, Energy management system application program interface (EMS-API) Part 301:
Common information model (CIM) base

ISO/IEC 2382-1:1993, Information Technology - Vocabulary — Part 1: Fundamental terms

ISO/IEC 2382-7:2000, Information Technology - Vocabulary — Part 7: Computer programming
ISO/IEC 2382-9:1995, Information Technology - Vocabulary — Part 9: Data communication

ISO/IEC 2382-15:1999, Information Technology - Vocabulary — Part 15: Programming languages
ISO/IEC 2382-16:1996, Information Technology - Vocabulary — Part 16: Information theory

ISO/IEC 2382-17:1999, Information Technology - Vocabulary — Part 17: Databases

ISO/IEC 7498-1:1994 Information Technology - Open Systems Interconnection — Basic reference
model: The Basic Model

ISO/IEC 8802 (all parts), Information Technology - Telecommunications and information

exchange between systems - Local and metropolitan area networks - Specific requirements

ISO/IEC 8823-1:1994, Information Technology - Open Systems Interconnection —
Connection-Oriented Presentation Protocol: Protocol specification

ISO/IEC 8823-2:1994, Information Technology - Open Systems Interconnection —
Connection-Oriented Presentation Protocol: Protocol Implementation Conformance Statement (PICS)
proforma

ISO/IEC 1000:1992, Sl Units and recommendations for the use of their multiples and of certain other
units

Amendment 1(1998)

ISO 8650-1:1996, Information Technology — Open Systems Interconnection —Connection-oriented
protocol for the Association Control service element: Protocol specification

ISO 9000:2000, Quality management systems - Fundamentals and vocabulary

ISO 9001:2000, Quality management systems — Requirements

ISO/IEC 9506-1:2000 Industrial automation systems - Manufacturing Message specification — Part 1:
Service definition

ISO/IEC 9506-2:2000 Industrial automation systems - Manufacturing Message specification — Part 2:
Protocol specification

IEEE Std C37.2:1996,IEEE standard electrical power device function numbers and contact
designations.

IEEE-SA TR 1550-1999-Utility Communication Architecture (UCA™) VERSION 2.2

The authoritative Dictionary of IEEE Standards Terms, 7™ Edition, IEEE, 2000

Extensible Markup Language (XML) 1.0, W3C, available at <http://
www.w3.org/TR/1998/REC-xml-19980210
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