


Important Note: 
The Keyspan USB Serial Adapter Software for Mac OS X will make your serial devices work 
under Mac OS X ONLY if your serial device has Mac OS X native software.  If you are not certain 
if your serial device's software can access Mac OS X serial ports, please read the Serial Ports 
- Mac OS X vs 'Classic' Mac OS  section in this manual.  Examples of serial devices that use 
Mac OS X serial ports are modems using PPP (for internet access - configured via the 
Networking System Preference icon), Palm Handhelds (using Palm's HotSync Manager),  and 
UPS devices (using PowerGuardian software - www.benatong.com).   

: 

Note: This documentation applies to Keyspan's USB Serial Adapter 
Software for Mac OS X  and covers the features and use of this software 
on that platform.  For specific information about Keyspan's USB to 
Serial Adapter hardware, please visit Keyspan's web page 
<http://www.keyspan.com> or read the Keyspan Mac OS 9 User Manual 
for that product.

http://www.keyspan.com


http://www.keyspan.com/support/macosx./


http://www.keyspan.com/support/developers/




Note: Only proceed if you are sure that your serial device and its 
software are are Mac OS X compatible.  If you are not sure about this, 
please read the Serial Ports - Mac OS X vs 'Classic' Mac OS  
section in this manual for further information.

Note:  The installer requires that you enter an administrator password 
before the Keyspan software installer.  Generally, this password will 
be the same as your standard password.  To enter the password, click on 
the lock icon in the lower left-hand section in the installer window.
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Note:  If you have an Keyspan product that has more than one serial 
port, note the serial port name of serial port that your Palm is 
connected to.  Typically, the last 2 letters indicate the port number on 
your Keyspan hardware (ie P1 = port 1, P2 = port 2, etc.)







NOTE:  the easiest way to determine the model number of your Keyspan 
serial adapter is to turn it over.  On the back of the adapter is FCC, CE, 
and other information.  The part number is list as "P/N: USA-XXxx "





Note:  If you have an Keyspan product that has more than one serial 
port, note the serial port name of serial port that your modem/cell 
phone is connected to.  Typically, the last 2 letters indicate the port 
number on your Keyspan hardware (ie P1 = port 1, P2 = port 2, etc.)





Important : if you do not see your modem/cell phone in this list, 
contact your modem/cell phone manufacturer for a "Mac OS X 
compatible modem script ."  If they don't have one, contact Keyspan 
Tech Support.  We may be able to assist you in finding a script.







Note:  If you have an Keyspan product that has more than one serial 
port, note the serial port name of serial port that your modem/cell 
phone is connected to.  Typically, the last 2 letters indicate the port 
number on your Keyspan hardware (ie P1 = port 1, P2 = port 2, etc.)
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