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1.1 - Introduction

The Keyspan USB Serial Adapter Software for Mac OS X allows you to add serial ports to your
Mac OS X computer. Using Mac OS X native software, you can use your Keyspan USB to Serial
Adapter to communicate with various serial devices via the POSIX API (for more information,
Serial Ports - Mac OS X vs 'Classic' Mac OS section in this manual ) .

Important Note:
The Keyspan USB Serial Adapter Software for Mac OS X will make your serial devices work
under Mac OS X ONLY if your serial device has Mac OS X native software. If you are not certain
if your serial device's software can access Mac OS X serial ports, please read the Serial Ports
- Mac OS X vs 'Classic' Mac OS section in this manual. Examples of serial devices that use
Mac OS X serial ports are modems using PPP (for internet access - configured via the
Networking System Preference icon), Palm Handhelds (using Palm's HotSync Manager), and
UPS devices (using PowerGuardian software - www.benatong.com).

Requirements
The Keyspan USB Serial Adapter Software for Mac OS X requires the following:

« Macintosh:
» At least one available USB port
* Mac OS X (10.1.3 or greater)
» For use with one of the following Keyspan USB to Serial Adapters:

USB Twin Serial Adapter (pn# USA-28X)

USB PDA Adapter (pn# USA-19, USA-19X, USA-19Qi, USA-19Q)
High Speed USB Serial Adapter (pn# USA-19W, USA-19QW)
USB 4-Port Serial Adapter (pn# USA-49W)

USB Serial Port Adapter (pn# USA-18X)

USB Serial Adapter (pn# USA-28)

Mini Port Replicator (pn# UPR-112/UPSH-112 - only supports serial )

Note: This documentation applies to Keyspan's USB Serial Adapter
Software for Mac OS X and covers the features and use of this software
on that platform. For specific information about Keyspan's USB to
Serial Adapter hardware, please visit Keyspan's web page
<http://www.keyspan.com> or read the Keyspan Mac OS 9 User Manual
for that product.

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
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2.1 - Serial Ports - Mac OS X vs 'classic' Mac OS

This section is intended to briefly explain the how 'classic' Mac OS (Mac OSes released betore
Mac OS X. ie Mac OS 8.1 through 9.x) serial ports differ from serial ports on Mac OS X. This
section 1s intended as overview to help you device whether or not you need to install Keyspan's

USB Serial Adapter software for Mac OS X.

Please note that when ‘classic' is used in lowercase, we are referring to an operating
system or application software that was made prior to Mac OS X.

When 'CLASSIC' is used in UPPERCASE, we are referring to Apple's CLASSIC
environment that allows certain older (or 'classic') software to run under Mac OS X.

Which Keyspan Software Should | Use?
There are basically 2 requirements in order for your serial device to work natively on Mac OS X:

1. a Mac OS X serial port
(provided by Keyspan's software and hardware )

2. aserial device that has Mac OS X software
(that can see/access Mac OS X serial ports e.g. modem)

Note: We will be posting a list of Mac OS X compatible serial devices soon. The URL
for this page is <http://www keyspan.com/support/macosx./>.

Since some serial device manufacturers have not yet made their products Mac OS X compatible,

you may find cases where it 1s better to not install the USB Serial Adapter software for Mac OS
X. You may also find cases where your serial device will not work under Mac OS X at all. For this
reason, we ask you read this guide to help you in determining whether or not you need to install the
USB Serial Adapter software for Mac OS X.

It your serial device (1e printer, modem, etc.) does not have Mac OS X native software, you
should not install the USB Serial Adapter software for Mac OS X. In this case, please
skip ahead to 'classic' Mac OS Serial Ports & Serial Devices ...

If your serial device does have Mac OS X native software, please skip ahead to Keyspan
Mac OS X Serial Ports & Serial Devices ...

If you are not sure if your serial device has Mac OS X native software, please read the rest
of this section ...

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
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'‘classic' Mac OS Serial Ports & Serial Devices

Serial devices under the 'classic' Mac OSes (Mac OSes released before Mac OS X) access serial
ports via the following software:

the Chooser (ie printers)
applications (ie Palm Pilots)
Control Panels (ie Wacom tablets)

Regardless of which software you used, your serial device was communicating with software
libraries that handled the very low level communications between your serial device hardware and
your serial port. These low level software libraries (specifically: Communications Resource
Manager (CRM), CommToolBox (CTB), and OpenTransport) are unique to the 'classic' Mac
OSes and are not found on Mac OS X.

Therefore, it your serial device's software only works on a 'classic' Mac OS, installing the USB
Serial Adapter software for Mac OS X will not make your serial device work under Mac OS X.

It your serial device's software only runs in 'classic' Mac OSes, you have several options:

1. Try to get your serial device to work using your existing 'classic' hardware and
software (the hardware and software that ran on Mac OS 8.1 through 9.x) via Mac
OS X CLASSIC environment. If this does not work, please try option 2.

2. Boot into Mac OS 9.x and use your serial device from there.

Keyspan, Mac OS X Serial Ports & Serial Devices
Serial devices that run natively on Mac OS X access serial ports via the following software:

System Preferences
Mac OS X applications
terminal applications

Regardless of which method 1s used, your serial device communicates with a software library called
POSIX (aka POSIX API).

When a Keyspan adapter 1s connected, the Keyspan USB Serial Adapter software for Mac OS X
registers a port with the IORegistry (this 1s another software library). At this point, a program can
get the list of available serial ports (including Keyspan serial ports) from IORegistry. Once the
program has the list available serial ports, the program uses the POSIX API to communicate with
the serial port.

Note: If you are a developer an nheed more information about using Mac OS X serial
ports, please visit our Developer web page at:
<http:/www keyspan.com/support/developers/>

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
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Using the Keyspan Serial Assistant application, you see which Keyspan serial ports have been
added to Mac OS X. This is useful in determining which port to select in your serial devices
software.

Please note, the POSIX API is unique to Mac OS X and cannot be used by 'classic’ applications.

Mac OS X vs CLASSIC

Since both Mac OS X and the Classic environment have the ability to use USB devices directly, you
may run into a case where you have installed the USB Serial Adapter software for Mac OS X as
well as the 'classic' USB Serial Adapter software. At this point, you have two software drivers for
one hardware device.

In these cases, Mac OS X will allow you to use BOTH the 'classic' Keyspan drivers as well as the
Mac OS X Keyspan drivers. However there are certain rules regarding which operating system has
access to the ports...

1. 1f your 'classic' Mac OS has opened the Keyspan serial port(s) or is sending data to
it, the Keyspan device and its serial port(s) will appear as 'busy' or 'in use' to any
application requesting the Keyspan device in Mac OS X.

2. 1f Mac OS X has opened the Keyspan serial port(s) or 1s sending data to it, the
Keyspan device will appear as 1f it 1s not connected (or unplugged) in your 'classic'
Mac OS and any application requesting the Keyspan serial ports (in the 'classic’
Mac OS) will get an error or report that the serial port is not available.

Exception: if you are using Virtual PC's 'USB' emulation setting, neither Mac OS X or
your ‘classic’ Mac OS will have access to the Keyspan device. If you use Virtual PC's
COM port emulation both of the above rules apply depending on whether you run Virtual
PC's in Mac OS X or CLASSIC. Please see Virtual PC's documentation for more details
regarding USB and COM port emulation.

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
(rev 020ct09JA)
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3.1 - Installation Instructions
Installing the USB Serial Adapter Software for Mac OS X

Note: Only proceed if you are sure that your serial device and its
software are are Mac OS X compatible. If you are not sure about this,
please read the Serial Ports - Mac OS X vs 'Classic' Mac OS
section in this manual for further information.

Step 1 - Insert the Keyspan Serial Adapter CD-ROM

Place the CD into the CD-ROM drive. When the CD icon appears on your desktop, double click
on this icon to display its contents.

Locate the Keyspan Mac OS X folder and then locate the Keyspan USB Serial Software for Mac
OS X Installer.

Step 2 - Runthe Keyspan USB Serial Software for Mac OS X Installer

If the Keyspan Adapter is connected to your computer, disconnect it now.

Run the Keyspan USB Serial Software for Mac OS X Installer by double clicking the Keyspan
USB Serial Software for Mac OS X installer icon. This will start the installer. Once the installer is
running, follow the instructions on screen.

Note: The installer requires that you enter an administrator password
before the Keyspan software installer. Generally, this password will
be the same as your standard password. To enter the password, click on
the lock icon in the lower left-hand section in the installer window.

The Keyspan USB Serial Adapter software 1s now installed.

Step 3 - software Installation Complete!

Now that you have installed the Keyspan USB Serial Adapter software, you are ready to install the
Keyspan USB Serial Adapter hardware. Please proceed to the installing the Keyspan USB
Serial Adapter Hardware instructions.

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
(rev 020ct09JA)
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Installing the Keyspan USB Serial Adapter Hardware

The following hardware 1nstallation instructions provide a basic overview on installing the Keyspan
USB Serial Adapter in a USB port. For detailed instructions on how to connect USB devices
your specific computer, please refer to the USB Device Install section in your computer's user's
manual.

Step 4 _ Connect the USB cable to the Adapter (if necessary)

It your Keyspan adapter does not have an attached USB cable, attach the included USB cable into
the Keyspan adapter's USB port

Step 5 - Connect the Adapter to your USB port

Attach the Adapter to your computer by connecting the Adapter's USB cable into any built-in USB
port on your computer or USB Hub. It 1s not necessary to turn off your computer when attaching
the Adapter

Step 6 - Hardware Installation Complete!

Y our Keyspan USB Serial Adapter 1s ready for use now that you have installed hardware and
software. Please proceed to the Keyspan Serial Assistant section in this manual for instructions
on what to do next.

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
(rev 020ct09JA)
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4.1 - Configuring Your Serial Device

Prior to using your serial device (modem,UPS, etc.) with the Keyspan USB Serial Adapter, you
must:

1. connect your serial device (hardware) to the Keyspan port
2. configure your serial device's soffware to use the Keyspan port

The following instructions provide a general overview of this process.

Note: We will be adding detailed instructions in how to configure specific serial devices
in the future. Please check Keyspan's website for the latest version of this document.

Connecting Your Serial Device (Hardware)

If your Keyspan adapter is not connected, please do so NOW.

Step 1 - Connect Your Serial Device To The Keyspan Adapter

Attach your serial device's serial cable to the serial port on your Keyspan USB Serial Adapter.

Step 2 - Determine Which Keyspan Port Your Serial Device |s Connected To

If your have a Keyspan product that has more than one serial port, please note which Keyspan
serial port your serial device is connected to (the serial port on the Keyspan product, not your USB
ports on your computer or USB hub). This information will become useful as we start Configuring
Your Senal Device's Software.

Configuring Your Serial Device's Software

The following configuration instructions provide a basic overview of how to configure your
software to use your Keyspan serial port(s). For specific instructions on how to operate your serial
device, please refer to that device's user's manual for detailed 1nstructions...

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
(rev 020ct09JA)
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Step 3 - Determine Where To Select/Configure The Keyspan Serial Port(s)

Prior to using your serial device with a Keyspan serial port, you must first tell that serial device's
software which Keyspan serial port your device 1s connected to.

Most serial devices will have software that will allow you to select which serial port the device is
connected to. Depending on your serial device and its software, you may have to configure: a
System Preference item (ie modems accessing ISPs), an application (ie UPSes), or some
combination of these (ie modems accessing terminals using Zterm).

Please refer to your serial devices documentation on which method your serial device uses and how
to access that software's serial port "configuration" screen.

Once you've determined where to select or configure your serial device's software's serial port
settings, please proceed to Step 4.

Step 4 _ Determine Which Serial Port To Select In Your Serial Device's Software

When you've found the port selection screen in your serial device's software, you may be presented
with a list of serial port names.

It you have a Keyspan device that only has one serial port, simply select the port name that starts
with the letters USA.

If you have a Keyspan device that has two or more serial ports, you will have more than one choice
in your list of ports. Depending on the software, you should be able to see several ports with the
letters USA. These ports will end with a number that corresponds to the port number on the
adapter.

For example, a port named "USA28X9132" is referencing to the second port on a Keyspan USB
Twin Serial Adapter (part number USA-28X). The numbers before the last number refer to
location of that adapter on the USB bus. In this case, "913" is reporting that the adapter is on USB
bus # 9, host hub port # 1 and external hub port # 3.

Step 5 - Use Your Serial Device

Once you've configured your serial software to use the Keyspan serial port, you're ready to start
using your serial device under Mac OS X.

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
(rev 020ct09JA)
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5.1 - Keyspan Serial Assistant

Besides the required drivers, the Keyspan USB Serial Adapter software installer installs an
application called Keyspan Serial Assistant. This application is used to:

* Show the names of the installed serial ports

* Show which Keyspan adapters are connected

* Determine the status of the adapter software and hardware
* Assist in problem solving

Launching the Keyspan Serial Assistant

To launch the Assistant, double click the "Keyspan Serial Assistant" icon in your Applications
folder. This will open the Keyspan Serial Assistant window.

the Keyspan Serial Assistant window
E} ) ® Keyspan Serial Assistant

Serial Parts

¥ e 1 USAZEX)
[UsAZEX]1T1IPL,)
[USAZEX]113P2.]

(continued on next page...)

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
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The Keyspan Serial Assistant will display any Keyspan USB Serial Adapters connected to vour
computer. You can also see the names of the Keyspan serial ports by clicking on the TRIANGLE
next to Adapter icon as shown below:

! ﬁ 0 Eﬁ Keyspan Serial Assistant

s b L b L s Bl e b e e e B e g gl L gl D e e e e e

Serial Ports

[USA28X113P1.]
[USA28X113P2.]

Once you know the names of the Keyspan ports, you can then select the appropriate port name in
your serial device's software.

The Settings Menu

Settings

Un=install USB Serial Extension

The Keyspan Serial Assistant's Settings menu is located in the Menu bar and provides access to
the following command(s):

* The Uninstall USB Serial Extension command un-installs the Keyspan USB Serial
extension. For specific instructions on how to use this feature, please read the
Uninstalling Keyspan software section in this guide.

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
(rev 020ct09JA)
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6.1 - Problem Solving

If you are having problems with your Keyspan USB to Serial Adapter in Mac OS X, please
read the following instructions to assist you in troubleshooting your Keyspan adapter.

Hardware Troubleshooting

Step 1 - Use the Keyspan Serial Assistant

Launch the Keyspan Serial Assistant application. When you open the Keyspan Serial
Assistant application, you should see your Keyspan adapter 1n the list of available adapters.

If you do not see your adapter, please contact Keyspan Technical Support for further assistance.

Otherwise, skip ahead to Step 2.

Software/Serial Device Troubleshooting

Step 2 - is vour Serial Device Mac 0S X Compatible

Check to make certain that your serial device is compatible with the Mac OS X.

It your device is not compatible with Mac OS X, please read the 'classic' Mac OS Serial Ports &
Serial Devices section in this manual for more information.

If your device 1s compatible with Mac OS X, please proceed to Step 3

Step 3 - check The Physical Connections

Make certain that your serial device 1s powered on and 1s properly connected to the Keyspan Serial
Adapter.

Proceed to Step 4 ...

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
(rev 020ct09JA)
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Step 4 _ Check Your Serial Device's Software Configuration

Check to see if your serial device's software is configured to use the Keyspan port . Please refer to
your serial device's documentation for instructions on how to select/switch/configure a serial port in
that software.

Once you've found your software port configuration screen, does it display the Keyspan USB
Serial Adapter port name(s)?

If you do not see the Keyspan port name(s), please contact Keyspan Technical Support for further
assistance.

If you see the Keyspan port name(s) and have properly selected the Keyspan port that your serial
device is connected to and are still having problems, please continue to Step 5.

Step 5 - Use Your Serial Device

If you have followed all of the above steps and are still having problems with your Keyspan USB
Serial Adapter, contact Keyspan Technical Support for further assistance.

When You Need More Help...

The Keyspan web site http://www.keyspan.com 1s your best source for technical support
information. The website includes technical notes, reference manual updates, and answers to
frequently asked questions.

Y ou may also contact our technical support department directly via email, phone, or fax. Please see
the Support Information section in this manual for more details.

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
(rev 020ct09JA)
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7.1 - Appendices -

* Frequently Asked Questions (FAQs)
Frequently Asked Questions

* Uninstalling Keyspan software
Instructions on how to uninstall the USB Serial Adapter
software for Mac OS X

* Keyspan Warranty Information
Keyspan Warranty Information

* Support Information
Information about obtaining technical support

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
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7.1.a - Frequently Asked Questions (FAQs)

The following is a list of Frequently Asked Questions (FAQs) about the Keyspan USB Serial
Software for Mac OS X. Keyspan frequently updates and adds the questions and answers list
below. For the latest list, please visit the our website at: http://www.keyspan.com

Frequently Asked Question List

Question:

Which Keyspan USB Serial Adapters are supported by the USB
Serial Adapter Software for Mac OS X?

Answer:

The following Keyspan products are supported by the Keyspan USB Serial Adapter software for
Mac OS X.

USB Twin Serial Adapter (pn# USA-28X)

USB PDA Adapter (pn# USA-19, USA-19X, USA-19Qi, USA-19Q)
High Speed USB Serial Adapter (pn# USA-19W, USA-19QW)
USB 4-Port Serial Adapter (pn# USA-49W)

USB Serial Port Adapter (pn# USA-18X)

USB Serial Adapter (pn# USA-28)

Mini Port Replicator (pn# UPR-112/UPSH-112 - only supports serial )

Please note: Y ou only need one driver (the Keyspan USB Serial Adapter Software for Mac OS X )
for all of these devices.

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
(rev 020ct09JA)
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7.1.c - Configuration Examples for Mac OS X -

The following is a list of available configuration examples for Mac OS X. These example provide
step-by-step instructions on configuring select serial devices. The current examples available are:

* Palm Desktop for Mac OS X
* Modems and Cell Phones (PPP)
* VirtualPC

For the latest version of this list, please visit our web site at: http://www.keyspan.com

For the configuration examples for other operating system (ie Mac OS, Windows, etc.), please refer
to the user manual for that platform or visit our web site at: http://www keyspan.com

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
(rev 020ct09JA)
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7.1.cx.01 - Palm Desktop

Before you begin...

This Configuration Example assumes that you have already done the following:
1. installed the Keyspan serial port hardware and software
2. installed the Palm Desktop software

3. connected the Palm Serial Cradle hardware to a Keyspan serial port

It you have not performed any of the steps mentioned above, please do so before proceeding.

Step 1 - Check the Keyspan Serial Assistant

Before proceeding, you should check to see if the Keyspan serial port 1s installed correctly.

To do this, open the Keyspan Serial Assistant (located in your Applications folder). When you
open the Keyspan Serial Assistant, you will see a window similar to the one shown below:

the Keyspan Serial Assistant window

ﬁ O 6 Keyspan Serial Assistant

Serial Ports

b & 1[USAL9W]

It your Keyspan hardware and software are installed correctly, the 'Serial Ports' text box will show
an 1con of your Keyspan serial product. If you do not see an icon of your Keyspan serial product ,
contact Keyspan Tech Support for further information.

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
(rev 020ct09JA)
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Click on the TRIANGLE to the left of your Keyspan icon. This will display the names of the serial
port(s) on that Keyspan product as shown below:

the Keyspan Serial Assistant window's triangle and port name

B O 6 Keyspan Serial Assistant

v & 1[USAL9

[USATO9WZ1PL.]

*xx IMPORTANT ***

Note the the serial port name in the Keyspan Serial Assistant. We will be selecting this port name
in the Palm software later.

Note: If you have an Keyspan product that has more than one serial
port, note the serial port name of serial port that your Palm is
connected to. Typically, the last 2 letters indicate the port number on
your Keyspan hardware (ie P1 = port 1, P2 = port 2, etc.)

Step 2 - Open the HotSync® Manager application

Before you can begin to HotSync your Palm, you must access and configure the HotSync®
Manager application. The HotSync Manager 1s the program that manages the serial communication
between your Palm and your computer.

(continued on next page...)

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
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The easiest way to access the HotSync Manager 1s via the Palm Desktop software. To do this,
launch the Palm Desktop software. When the Palm Desktop software is running, go to the
"HotSync" menu and select the "Setup" command.

the HotSync menu and Setup command in the Palm menu
(.:_’a', Palm Desktop File Edit View Create Locate Window Help

= {E R "ﬁ @ User >

Mew Address  Addresses Mew To Do ToDos Mew Memo Memos P Install Handheld Files.., o

View Log...

Once the HotSync® Manager application 1s opened, you will be presented with the HotSync
Software Setup window.

Step 3- Configure the HotSync Software Setup window

In the HotSync Software Setup window, click on the HotSync Controls tab at the top of the
window. This will display the HotSync Controls options.

Click on the Disabled radio button to temporarily turn off HotSync monitoring.

the HotSync Controls tab and window
880 HotSync Software Setup

r HotSync Confrols" Connection Settings \.
69 @ Ofnabled @ D@

Status
’T—!ntSync software is disabled. To enable the HotSync software, click the “Enabled™

.

radio button above.

B HotSync Options

a Enable HotSync software at system startup

o [[] Show more detail in HotSync Log
N

(continued on next page...)
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Then click on the Connection Settings tab at the top of the HotSync Software Setup window.
This will display the connection options.

Turn off the PalmConnect, USB, and Internal Modem connections by unchecking their check
boxes.

Then ON the Keyspan serial port name (see Step 1) by checking it's check box.

the Connection Settings tab and window

86 C HotSync Software Setup
[ . -
HotSync Controls Y Connection Settings 1
On | Connection & | Settings
j == Internal Modem Internal Medem -_..nknown> modem
| j #& PalmConnect PalmConnect |
Cﬁ 4@ ysalow. . pl.-port usal9w21pl.-po..s fast as possible >
1 ———
) == USE vy

This is the usal9w21pl.-port

{7

uy,
ma

The click on the Keyspan serial port name and click on the Settings button. This will open the
settings window as shown below:

the settings window

usal9w2lpl.-port Settings

__Connection: Serial ?]7

As fast as possible
115200

57600

38400

19200

9600

(Eancel \ M

(continued on next page...)
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In the settings window, make sure that the Connection menu is set to SERIAL. The list of
numbers below is the list of available baud rates.

*#% IMPORTANT ##%

If you have a Keyspan USB PDA Adapter with the model number of USA-19, set the baud rate to
§7600. For any other Keyspan serial port product (including the Keyspan USB PDA Adapter
model numbers USA-19Q and USA-19Q)1), set the baud rate to As fast as possible.

NOTE: the easiest way to determine the model number of your Keyspan
serial adapter is to turn it over. On the back of the adapter is FCC, CE,
and other information. The part number is list as "P/N: USA-XXxx "

Once you have selected the correct baud rate, click the OK button to return to the Connection
Settings window. Then click on the HotSync Controls tab.

At the HotSync Controls tab, select the Enabled button as shown below:

8 6cC HotSync Software Setup

r HotSync CﬂntrolsT Connection Settings \
@ @c @ Enabled - Dis@

Sratus

i HotSync software is enablad. To disabla the HotSync softwars, click the *Disabled”
| radio button above. Listening on usal 3wz 1pl.-port.

B HotSync Options
®

@ Enable HotSync software at system startup

a [T show more detail in HotSync Log

Step 4 _ HotSync your Palm Organizer

Palm Software configuration 1s now complete. To initiate a 'HotSync' session, place your Palm
Organizer 1n its cradle and then press the HotSync button on the cradle. Your Palm Organizer will
now "HotSync."

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
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7.1.cx.02 - Modem/Cell Phone PPP Setup

Before you begin...

This Configuration Example shows you how to configure a dial-up internet connection (aka PPP
connection) via the Network System Preference. In this example, a modem or cell phone 1s
connected to a Keyspan serial port and the Network System Preference 1s told to communicate
with that Keyspan serial port.

Betore you begin, please make sure that you have done the following:

1. installed the Keyspan serial port hardware and software
2. connected the Modem/Cell Phone hardware to a Keyspan serial port

If you have not performed any of the steps mentioned above, please do so before proceeding.

Step 1 - Check the Keyspan Serial Assistant

Before proceeding, you should check to see if the Keyspan serial port 1s installed correctly.

To do this, open the Keyspan Serial Assistant (located in your Applications folder). When you
open the Keyspan Serial Assistant, you will see a window similar to the one shown below:

the Keyspan Serial Assistant window

ﬁ O E} Keyspan Serial Assistant

Serial Ports

b & 1[USAL9W]

(continued on next page...)
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Click on the TRIANGLE to the left of your Keyspan icon. This will display the names of the serial
port(s) on that Keyspan product as shown below:

the Keyspan Serial Assistant window's triangle and port name

B O © Keyspan Serial Assistant

Serial Ports

¥ @ 1[USA19W)

< [USA19W21PL] >

k% IMPORTANT ***

Note the the serial port name in the Keyspan Serial Assistant. We will be selecting this port name
in the Network System Preference later.

Note: If you have an Keyspan product that has more than one serial
port, note the serial port name of serial port that your modem/cell
phone is connected to. Typically, the last 2 letters indicate the port
number on your Keyspan hardware (ie P1 = port 1, P2 = port 2, etc.)

Step 2 - Open the Network System Preference

To open the Network System Preference pane, you must first open the System Preference
window. To do this, select the System Preference command from the Apple menu as shown below:
"8 Finder File Edit View Go

About This Mac
Get Mac OS X Software...

System Preferences...

Location
Recent Items

Force Quit...

Sleep
Restart
Shut Down

Log Out...
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Once you are in the System Preference window, click on the Network icon and proceed to Step 3.

w

it

System Prefere

| —

e
e

Show All  Displays Sound Startup Disk
Personal
: - File
| -
Desktop Dock Ceneral International

Step 3- Configure the Network System Preference to use the Keyspan serial port

When you first open the Network System Preference window, you may be told that a 'new port has
been detected.! This message 1s normal and is letting you know that the Network System
Preference has found a new connection. In this case, the new port/connection is the Keyspan serial
port. It you see this message, simply click the OK button.

Once you are in the Network System Preference window, select the Keyspan serial port (this is the
name of the port from Step 1) from the Show menu as shown below:

86 ¢ Network

« =A@ 3 €

Show All © Displays Sound Network Startup Disk Software

Location: Automatic

—_—

@w: usal9qwlpl.-port

|

(continued on next page...)
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Once your Keyspan serial port is selected, configure the TCP/IP, PPP, and Proxies tabs as per
your Internet Service Provider (aka ISP, ie Earthlink, IBM, Mindspring, etc.) instructions. Then
click on the Modem tab.

80 Network (]
w . N @ 260 B8
Show All Displays Sound Metwork Startup Disk Software Update Classic Lnbin Screen Saver
Location: = Automatic ?‘

Show: | usal9qgw2lpl.-port a

["1cpyp Y ppp ) Proxies fModem | <mm—
Modem: = Apple Internal 56K Modem (v.90) F‘ _

@Enab\e error correction and compression in modem

Sound: @ On
O off

Dialing: @ Tone ﬂWail for dial tone before dialing
O Pulse

[ show modem status in menu bar

| f LY
@ Click the lock to prevent further changes. Apply Now

In the Modem tab, you will need to select a modem script for your modem or cell phone. These
modem scripts tell your modem or cell phone how to operate. Select your modem/cell phone from
this list and then click the Apply Now button.

Important : if you do not see your modem/cell phone in this list,
contact your modem/cell phone manufacturer for a "Mac OS X
compatible modem script ." If they don't have one, contact Keyspan
Tech Support. We may be able to assist you in finding a script.

You have now told the Network System Preference which modem/cell phone you are using and
which Keyspan serial port that modem i1s connected to. Please proceed to Step 4...

Step 4. Configure the Internet Connect application and connect to the Internet

Open the Internet Connect application. This application is found 1n your Mac OS X
Applications folder.

(continued on next page...)
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e0Ce | & Applications =

© @im & B ¥ A

Keyspan Serial Assistant KeyspanDMR

Once Internet Connect is open, select the Keyspan serial port from the Configuration menu.

-

rB 8O usal9qw2lpl.-port

Configuration: |

Service Provider: MylSP

Telephone Number: 1-510-555-1212 ﬂ
Alternate Number:

Name: tomgarbanzo

Password: sess

[T Show modem status in menu bar

These settings can be changed in Network Preferences. { Edit...

Status: Idle

Select an access number in Telephone Number menu and enter your account's password if
necessary. Click the Connect button to connect to the Internet.
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7.1.cx.03 - VirtualPC

Before you begin...

This Configuration Example shows you how to contigure VirtualPC (with Microsoft Windows) to
use a Keyspan serial port. There are two ways of doing this depending on your Keyspan serial
product:

Method 1 involves VirtualPC emulating COM1 or COM2 by using an existing Mac serial port.
This method 1s compatible with all Keyspan serial ports. This method 1s recommended for use with
DOS programs or any software 1s not compatible with Microsoft's "'Win32 Communications API'

(1e any pre-Windows 98 or 2000 programs)

Method 2 involves VirtualPC emulating USB and installing Keyspan's Windows software. This
method only compatible with Keyspan serial ports that have Windows software. This method 1s
recommended when you have: a) VirtualPC version 4.0 or later b) a Keyspan serial port that has
Windows software. This method 1s not compatible with Mac only serial ports (ie USA-28, USA-
28X, USA-18X, SXPRO, etc.)

Both methods accomplish the same the same thing (adding a a serial port) but one method may
work better than the other depending on what serial device 1s used, what operating system are
installed, which Keyspan serial port is used, etc.

7.1.c.03.a - VirtualPC - Method 1

This method assumes that you have already done the following:

. installed the Keyspan serial port rardware and MAC software
. installed the VirtualPC software

. installed your sernal device software in Windows (in Virtual PC)
. connected your serial device hardware to a Keyspan serial port

W —

If you have not performed any of the steps mentioned above, please do so before proceeding

Step 1 - Check the Keyspan Serial Assistant

Betore proceeding, you should check to see if the Keyspan serial port is installed correctly.

To do this, open the Keyspan Serial Assistant (located in your Applications folder). When you
open the Keyspan Serial Assistant, you will see a window similar to the one shown below:

(continued on next page...)
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the Keyspan Serial Assistant window

e 6 6 Keyspan Serial Assistant

Serial Ports
b & 1[USAL9W]

Click on the TRIANGLE to the left of your Keyspan icon. This will display the names of the serial
port(s) on that Keyspan product as shown below:

the Keyspan Serial Assistant window's triangle and port hame

B O © Keyspan Serial Assistant

: Serial Ports
v & 1[USAL9W]

O [USAL9WZ1PL] D

*#% IMPORTANT *#%

Note the the serial port name in the Keyspan Serial Assistant. We will be selecting this port name
in the VirtualPC later.

Note: If you have an Keyspan product that has more than one serial
port, note the serial port name of serial port that your modem/cell
phone is connected to. Typically, the last 2 letters indicate the port
number on your Keyspan hardware (ie P1 = port 1, P2 = port 2, etc.)

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
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Step 2 - Launch and Configure VirtualPC to emulate a COM port

Launch VirtualPC by double clicking its icon. When Virtual PC is running, select the "...Settings
command from the Edit menu. Please note that the VirtualPC menu bar may be hidden. You may

have to hold down the Command key (aka Apple key).

r

é Virtual PC

File B3

Control

Drives Window Scripts Help

(@00
=

nline

Undo

Cut

Copy
Paste
Clear

Select All

#WZ s 98 SE"

kX
#_C
A

A

“Windows 98 SE" Settings...

Once the Settings window 1s open, select COM1 or COM2 depending on which port you wish to
emulate. Please note that which port you select as you will be selecting this port in your serial

device's soltware later.

Settings for “Windows 98 SE”

Current Settings oEe COM1 Port Settings
[3 Pcname “Windows 98 SE” | © Nons
=8 PC Memory 278 MB ® Mac serial port:
= Drive 1 Windows 98SE 0 B =
USA19W21P1.1 '3

= Drive 2 None
= Drive 3 None o Tet hle:

T ————
& Unda Drives Disabled Select File Lacation...
(%) corovp Baoting Allowed [ Non-madem device
[El Floppy Booting Allowed
ti Sharad Foldars | Not Installad The COM1 port an a PC is typically used for a
@ Mouse Contral-click madem. You may select a Mac serial port or a text
& Keyboard Keys Mot Assigned file to emulate the PC serial port.
oEk COM1 Part USATIW21P1.1 e
0Ek COMZ Port Mone A
43 Networking Shared Networking
& USE Mo devices selected

o '3 Y
@, Cancel f""‘ﬁ‘l("""

(continued on next page...)
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Now that you've selected COM1 or COM2, you will need to map the VirtualPC COM port to a
Keyspan MAC serial port. This is what causes data to be sent to COM1 or COM2 to be sent to
to your Keyspan serial port. To do this, turn on the Mac serial port radio button and select your
Keyspan serial port from the list of available ports (this is same port from Step 1).

Settings for “Windows 98 SE”

Current Settings &k COM1 Part Settings
3 P Hame “Windaws 98 SE” =T
S8 PC Memory 278 MB ® Mac serial port:
= Drive 1 Windows 98 SE
USA19W21P1.1

= Driva 2 Mene —-

Text file:
= Driv 3 Naone
& Undo Drives Disabled ~  f | [ “SeectFielocation..”
(& cosovo Booting Allowed ) Non-modem device
[E] Floppy Booting Allowed
ﬁ Sharad Foldars | Not Installad The COM1 port on a PC is typically used for a
[T Mouse Contral-click modem. You may select a Mac serial port or a text
@ Keyboard Keys Mot Assigned file to emulate the PC serial port.
&k COM1 Part USAT9W21P1.1
Ok COMZ Port Mone
4 Metworking Shared Networking
> USB Mo devices selected

o, { Cancel } fFr0k==)

Once you have selected the Keyspan serial port, click the OK button to save your changes. Please
note that you may have to restart your emulated environment (ie Windows).

Configuration 1s now complete. Y ou must now open your serial device's software and tell it use
COMI1 or COM2 as per that device's instructions.

7.1.¢.03.b - VirtualPC - Method 2

This method assumes that you have already done the following:

. installed the Keyspan serial port rardware

. installed the VirtualPC software

. installed your sernal device software in Windows (in Virtual PC)
. connected your serial device hardware to a Keyspan serial port
. have Windows software for your Keyspan serial port ready

kW —

If you have not performed any of the steps mentioned above, please do so before proceeding
(continued on next page...)
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Step 1 - Launch VirtualPC and Install Keyspan Windows Software

Launch VirtualPC by double clicking its icon. Once VirtualPC is running and you are in Windows,
install the Keyspan Windows software for your Keyspan serial port.

If you are not familiar with installing Windows software, please read that Keyspan product's
Windows documentation for step by step instructions.

Step 2 - Configure VirtualPC to emulate USB

Now that you have installed the Keyspan Windows software, we are ready to configure VirtualPC
to emulate USB. To do this, first select the "...Settings" command from the Edit menu. Please
note that the VirtualPC menu bar may be hidden. You may have to hold down the Command key
(aka Apple key).

Virtual PC  File B8 Control Drives Window Scripts Help
8000 Undo 67 s 98 SE"

Cut EX
Copy EC
Paste E AN
Clear

Select All A

“Windows 98 SE" Settings...

Once the Settings window 1s open, select USB.
i Settings for “Windows 98 SE"

Current Settings | *& USB Settings

B PC Name “Windows 98 SE” 5 Enable USE

B PC Memory 278 MB 1EKeyspanUSA-19W

=3 Drive 1 Windows 98 SE |

= Drive 2 Nena

= Drive 3 Nena

A Undo Drives Disabled

(® comvo Booting Allowed

2] Fioony Booting Allowed USB devices salactad from this list ara used
m Shared Folders | Not Installed exclusively by this PC. While this PC is running,

selected devices are not available for use by other

@ Mouse Cantrokclick Virtual PCs or by other applications on the
& Keyboard Keys Not Assigned Macintosh. USB Devices in use by other Virtual PCs
@Ex COM1 Port None are dimmed.
W COM2 Port None USB keyboards, mice, and floppies are shared with
4% Nl x the Macintosh and do not appear in this list.
<€ use 1 device selected >
e —— J—

I3
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Once USB is selected, turn on or check the Enable USB check box. Below this check box, you
should see an item for your Keyspan USB device. Turn on this check box as well. This will
emulate USB and tells your emulated environment that your Keyspan USB device is connected.

Settings for "Windows 98 SEL__
s —

& USB Settings
# enable Use

Current Settings

& Pcname “Windows 98 SE”
B PC Memory 278 MB E Keyspan USA-19W
=3 Drive 1 Windows 98 SE
= Drive 2 None
= Drive 3 None
& Unde Drives Disabled
(%) cosovp Booting Allowed
or
] Floppy Boating Allowed USE devices selected from this list are used
Ei Shared Folders | Mot Installed exclusively by this PC. While this PC is running,
. rebclic] selected devices are nat available for use by other
@ Mouse Cantrol-click Virtual PCs or by other applications on the
8 Keyboard Keys Not Assigned Macintosh. USB Devices in use by other Virtual PCs
& COM1 Part None are dimmed.
&k COM2 Part None USB keyboards, mice, and floppies are shared with
43 Networking Shared Netwarking the Macintash and do not appear in this list.
& USB 1 device selected

e

Once you have selected the Keyspan USB device, click the OK button to save your changes.
Please note that you may have to restart your emulated environment (ie Windows).

Contfiguration 1s now complete. Windows will now detect the Keyspan USB device. Since you
have already installed the Keyspan Windows software, all you need to do 1s check which COM port
was created (the Keyspan Serial Assistant for Windows that will give you this information - please
refer to the Windows documentation for details) and tell your serial device's software to use the
Keyspan COM port .

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
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7.1.u - Uninstalling Keyspan software

Uninstall Instructions
To uninstall the Keyspan USB Serial Adapter software for Mac OS X, you will have to:
1. launch the Keyspan Serial Assistant

2. select the Uninstall USB Serial Extension command
(from the Settings menu)

3. delete the Keyspan Serial Assistant application
4. Restart

For detailed instructions on this process, please follow these steps:

Step 1 - Open the Keyspan Serial Assistant

Open the Keyspan Serial Assistant by double clicking the "Keyspan Serial Assistant" icon in your
Applications folder. This will open the Keyspan Serial Assistant Assistant window.

Step 2 - Access the Settings menu

In the Keyspan Serial Assistant, select the Uninstall USB Serial Extension command from the
Settings menu and follow the on-screen instructions.

the Settings menu

Settings

Un=install USB Serial Extension

(continued on next page...)
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Step 3 - Delete the KeyspanDMR application

To delete the "Keyspan Serial Assistant", open vour applications folder, find the Keyspan Serial
Assistant icon and move it to the trash.

'B e : |4 Applications : : C).
Cumn BHAWADD -

i | & Applications * i Image Capture
I
I

e Lty B3 Movie
- Syst.:‘-_'m "%’ Internet Connect
o aal " g Internet Explorer
g lisers I My iTunes

< Keyspan ... Assistant
<} KeyspanDMR

& Mail
[ Plug-ins 2 Mame: Keyspan Serial
@ Picvici Assistant
[@] QuickTime Player pindzApplication
e ; Size: 1.2 MB
_ 1A t b
g} SerialAssistan Created: 10/2/01 1

Il I
Sharlarck
T e B

Step 4 - Restart Your Computer

Restart your computer to complete the uninstall process.
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7.1.y - Keyspan Warranty Information
KEYSPAN Software License Agreement and Limited Warranty

Definitions
The following definitions apply to the terms as they appear in this agreement.

* KEYSPAN means KEY SPAN, a division of InnoSys Incorporated.

» Software means the computer program contained in this package, and all updates to the
computer program. The term also includes all copies of any part of the computer program.

» Documentation means the on-disk user's manual(s) as well as printed materials
accompanying the Software.

* Product means the Software and Documentation

Copyright Protection

The Product is owned by KEYSPAN and is protected by United States and international copyright
laws and international trade provisions. Y ou must treat the Product like any other copyrighted
material. This license and your right to use the Product terminate automatically if you violate any
part of this agreement. In the event of termination, you must immediately destroy all copies of the
Product or return them to KEY SPAN.

License Grant
Upon receipt of full payment for this product, KEY SPAN grants you a non exclusive license to:

» Use one copy of the Software on a single computer ("Dedicated Computer")

» Make one copy of the Software for archival purposes, or copy the Software onto the hard
disk of your computer and retain the original for archival purposes. If one individual uses the
Software on the Dedicated Computer more than 80% of the time it 1s in use, then the
individual may also use a second copy of the Software for use on a single home computer,
provided such use on a single home computer 1s limited to no more than 20% of the time.

» After written notification to KEYSPAN, transfer the entire product on a permanent basis to
another person or entity, provided you retain no copies of the Product and the transferee
agrees to the terms of this agreement.

For the purposes of this section,"use" means loading the Software into RAM, as well as installation
on a hard disk or other storage device (other than a network server). You may access the Software
from a hard disk, over a network, or any other means you choose, so long as you otherwise comply
with this agreement.

(continued on next page...)
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You may NOT:

* Copy the documentation, except for purposes of creating a back-up copy for your own use.

* Modify, translate, or merge the Software with another program, except for your personal use
on a single computer. Any modifications to the Software are subject to this agreement.

* Reverse engineer, disassemble, decompile, or make any attempt to discover the source code of
the Software.

* Sublicense, rent, or lease any portion of the Product.

* Use the previous version of the Software that has been upgraded or updated under this
agreement. Upon upgrading, or updating the Software, the old copy must be deleted from the
computer and the original disks destroyed.

Limited Warranty on Software and Media

KEYSPAN warrants the disks on which the Software is distributed to be free from defects in
materials and workmanship and that the Software will perform substantially in accordance with the
Documentation for a period of 90 days from your receipt of the Product. Any written or oral
information or advice give by KEYSPAN resellers, agents or employees will in no way increase the
scope of this warranty.

I the Product fails to comply with the warranty set forth above, KEY SPAN's entire liability and
your exclusive remedy will be replacement of the disk or, at KEYSPAN's option, KEYSPAN's
reasonable effort to make the Product meet the warranty set forth above. This limited warranty
applies only 1f you return all copies of the Product, along with a copy of your paid invoice, to

KEY SPAN within 90 days of the date you received the Product. It KEY SPAN is unable to make
the Product conform to the above warranty, KEY SPAN, at its option, will refund all or a fair portion
of the price you paid for this package. Any replacement software will be warranted for the
remainder of the original 90 day warranty period or for 30 days from the date your received the
replacement, whichever is longer.

KEYSPAN DISCLAIMS ALL OTHER WARRANTIES, EITHER EXPRESS OR IMPLIED,
INCLUDING BUT NOT LIMITED TO IMPLIED WARRANTIES OF MERCHANTABILITY
AND FITNESS FOR A PARTICULAR PURPOSE, WITH RESPECT TO THE PRODUCT.
THIS LIMITED WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS. YOU MAY HAVE
OTHERS, WHICH VARY FROM JURISDICTION TO JURISDICTION.

No Liability for Consequential Damages

In no event shall KEYSPAN or its resellers be liable for any damages whatsoever (including,
without limitation, damages for loss of profits, business interruption, loss of information, or other
pecuniary loss) arising out of the use of or inability to use this KEYSPAN product, even if

KEY SPAN has been advised of the possibility of such damages. Because some jurisdictions do not
allow the exclusion or limitation of liability for consequential damages, the above limitation may not
apply to you. The foregoing limitations of warranty and liability inure to the benefit of KEY SPAN
licensors having an interest in this package.

This User Manual applies to the Keyspan USB Serial Adapter Software for Mac OS X.
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General

This agreement constitutes the entire software license agreement between you and KEY SPAN and
supersedes any prior agreement concerning the contents of this package. It shall not be moditied
except by written agreement dated subsequent to the date of this agreement and signed by an
authorized KEY SPAN representative. KEY SPAN is not bound by any provision of any purchase
order, acceptance, confirmation, correspondence, or otherwise, unless KEYSPAN specifically agrees
to the provision in writing. This agreement 1s governed by the laws of the State of California.

Keyspan,

a division of InnoSys, Inc.
3095 Richmond Pkwy, Ste. 207
Richmond CA 94806
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7.1.z - Support Information
Contacting Support

If you require assistance with any Keyspan product, you may contact us by one of the following
ways:

« web/email: http://www.Keyspan.com/support/
(Monday through Friday: 9am to 5pm Pacific)

= fax: +1.510.222.0323
(Monday through Friday: 9am to 5pm Pacific)

- telephone : +1.510.222.8802
(tech support) (Monday through Friday: 9am to 5pm Pacific)

International Support Options
If you live outside of the United States and require assistance with your Keyspan product, please

contact the Keyspan's distributor in your country for technical support in your language. For a list
of Keyspan's international distributors, please visit our international web page at:

http://www.keyspan.com/international/
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