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1.1 Introduction to Neo Printing

Neo Printing is a software specially designed for this series of Lenovo printers.
As an improvement over using the conventional control panel on the printer, Neo
Printing lets you control the printer from your computer or tablet for a seamless,

integrated user experience.

1.2 Operating environments

"Neo Printing" is compatible with

e 32-bit and 64-bit Windows XP/Vista/7/8/8.1/10, Windows Server 2003/2008,
and 64-bit Windows Server 2008 R2/Server 2012/Server 2012 R2 operating
systems

e Mac OS X 10.5 or later.



»2 Windows version

2.1 Installation

Install the software on your computer in any of the following ways:

e Run the installation program in the CD ROM provided with the printer, and

then select the appropriate installation option.

Choose an installation type

© Install a new printer (USB)
Use the printer via a USB cable.

© Install a new printer (Wi-Fi) - applicable to M7208W
Set up the printer network and install the network driver.

@ Install an online printer - applicable to M7208W
© Install software
Install the printer support software.

[#]1 have agreed to use Lenovo Printer Driver
License Agreement

Printer connected to the wireless network. Install network driver only.

[ Next >

J

e Download and install the software from the Lenovo official website

at: http://visitor.lenovo.com.cn/printer.



2.2 Starting the program

1. Click the @ icon on the desktop to open Neo Printing. After the program

wawawawawa

starts, it displays the welcome screen below and begins searching for available

printers in the background.

Lenovo Neo

Smart & elegant printer
Redesigned for you

Lenovo. ®

2. The program first searches for available printers and displays them as a list.
Next, it checks if the first printer on the list is online. If so, a functions page

specific to the printer's model is displayed. The first page is the Print page.

@@6@

Pnnt Copy Scan Setting ]

Model &2

Device Status _ =
Ready E @
Pisture Print

Credentials Print
Toner

—-————ca =




3. If no online printers are found, the program will prompt you to check for

network errors before searching for available printers again.
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Model .3
| | Lenovo M7208W-000 + | |
e——

Device Status
[ =
0% = UsB WiFi

USB connection Wi-Fi connection
troubleshooting troubleshooting

2.3 Functions Page

Select and click a function icon (Print, Copy, Scan, Settings) from the top of the
main page to display the page corresponding to the function selected.

The Model dropdown list shows all printers in the system's "Devices and
Printers" that are compatible with Neo Printing.

If a single-function printer (LJ2208/LJ2208W) is selected, the Print and Settings

icons will display.
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Model 1.5

| Lenovo LJ2208W-000 ~ |
| R ——

Device Status
Siccp G e .

Picture Print File Print Credentisls Print

If an Multi-Function Laser Printer (M7208/M7208W) is selected, the full list of

functions will display.
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Copy Scan Setting ]

Model &2

| Lenovo M7208W-0001 ~ |
| —

; Device Status

Pisture Print File Print Credentials Print

Toner
—— =

The Toner option shows the level of toner remaining in the printer. When the
toner level falls to 30%, 20%, 10%, or 5% the shopping cart icon will flash as a

reminder.



The Status page shows the current status of the printer, which can be Ready,
Busy, Sleep, Error or Offline. The printer's status is described in words at the
bottom of the window. When the printer encounters an error, these words
will be in red. If a question mark appears next to "Device Status", click it and
troubleshoot the error as instructed by the animation.

Model &5

| Lenovo LJ2208W-000 ~ |

|
Device Status
T

Toner

— 0

Paper Jam: No feed

2.4 Print

2.4.1 Picture Print

Step 1: Click "Picture Print" on the Print page to enter the picture selection page.
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Copy ‘ Scan | Setting ]
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Step 2: You can select a single or multiple images for printing from the picture
selection page. The program supports the printing of images in TIFF, BMP, PNG
and JPEG formats.

Step 3: After selecting the image(s), click OK to go to the Print page. On the
Print page, set the printing parameters required, then click the "Print" button to

start printing.

Géé@

Copy Scan Setting ]
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‘ Lenove M7208W-0000 ~ ‘
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Device Status

Sleep

S
More Settings
Seiteintiseined- o
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2.4.2 File Print

Step 1: Click "File Print" on the Print page to enter the file selection page.
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Pnnt Copy Scan Setting )
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Device Status
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Step 2: From the file selection page, select the file you want to print. If the
Windows system does not support the printing of the selected file, the user will
be notified.

Step 3: Click the "OK" button after selecting the file to go to the Print page. On
the Print page, set the printing parameters required, then click the "Print" button
to start printing. If the selected file cannot be previewed, the preview window will

show "Unable to preview".

i%é

Copy | Scan ‘ Setting ]

Model €3 [ R —

Lenovo M7208W-000 ~

Device Status Copies

More Settings
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Unable to preview

2.4.3 Credentials Print

On the Print page, click "Credentials Print" to print documents such as identity cards,
Residence Booklet, Marriage Certificate, Passport, Property Ownership Certificate,
Driving License, Diploma, Student ID Card, Birth Certificate, and Bank Card/Social
Security Card. The selected pictures may be in BMP, PNG, TIFF and JPEG formats.
Credentials printing steps:

e ID card: Select Credentials Print — Select the type of credential — Select
picture — Select print area on the picture — Click OK — Select picture —
Select print area — Click OK — the pictures/photos are printed on an A4
paper — automatically directed to the Print page

e Other credentials: Select Credentials Print — Select the type of credential —
Select picture — Select print area on the picture — Click OK — image is

printed on an A4 paper — automatically directed to the Print page

11



2.4.4 Manual Duplex Printing

If you wish to print more than 2 pages, you can choose to use manual duplex
printing.

Step 1: After selecting your print content, click the "More Settings" button on the
Print page.

Step 2: In the More Settings page, check the "Duplex" option and select the
type of duplex printing, then click "OK".

More Settings

PapeLSize Orieniation Paper Type

Plain Paper ¥
Page Order Print Quality

Jjﬂﬁ;l ﬂﬁ W EE@EEEI | Normal(600°600) ¥

Image Scaling
N—— it

v

__ Multiple-Page

n R = E

@ @

Density Adjustment
N — e

CAE]
oY Z annl @

_ Duplex Reverse Print
E s [

Toner Save Mode  gyanced Settings “

Step 3: On the Print page, click the "Print" button. The duplex printing window

will display and the printer will begin printing the even-numbered pages;

— Prompt for page flipping in two-sided print ||
Load paper in the paper iy, then pint the everrnumbered pages Turm e the prited pages &< shown inthe diagram, wih the headers poirting
upaics. Ihen teplacs them in e paper tiay
To prevert excess papet from being chann oul, remove skcess Press the pawer button ta pint the addnumbered pages and manual duples
paper from the paper tray. prirting is complate.

Step 4: After the even-numbered pages are printed, remove all excess paper
from the paper tray as instructed on screen, then turn over the printed pages.
Press the Power button on the printer to print the odd-numbered pages.

Step 5: Manual duplex printing is complete.

12



2.5 Copy (Supported on M7208 and M7208W only)

2.5.1 Regular Copy

On the Copy page, set all the required parameters, and then click the "Copy" button.

Model {..: b Sopies

| Lenovo M7208W-000 ~ | 1
N —)

Device Satus

2.5.2 ID Card Copy

To copy both the front and back of an ID card on the same page of A4 paper, do
the following:

Step 1: On the Copy page, toggle the ID Card Copy switch to the right, then
click the "ID Card Copy" button.

Lenovo.

Copy

Model §.% 208

| Lenovo M7208W-000 ~ | ( 1 &
\——

Device Stalus

O == &

B8 voven @
N/




Step 2: Place the front of the ID card on the printer as instructed by the

animation on the screen, and then click the "OK" button.

ID Card Copy X

1.Place the D card on the fop
lebt corner of the scanner,

2.Close the scanner cover:

7.Tap "0k on the computer

Prompt:
If the operation is not performed within 1 minute, the task will be
automatically canceled

The prompt box will not pop up next time.

-— o
—

Step 3: After the front of the ID card is copied, 2 green LED lights on the printer
will start flashing. Within 1 minute, replace the ID card with its back downwards
in the original position, then press the Start button on the printer.

Step 4: ID Card Copy is complete.

2.5.3Nin 1 Copy

To copy multiple pages onto a single sheet of paper, do the following:
Step 1: On the Copy page, click the "More Settings" button. On the More Setting
page, check the "N in 1 copy" option, and then click the "OK" button.

14



More Settings

Scaling Type of Document

o 100 % @® @ Photo Text

Document Size DPI

Letter v 300 x 300dpi v

Qutput Paper Size Paper Type

Letter v Plain Paper ¥

Nin 1 Copy Tips for Copying

i0card off @) on
nin1 on @) on

T —
S

Step 2: Click the "File Print" button on Functions Page and place the first page of the

original document on the printer as instructed by the animation on the screen, and

then click the "OK" button.

Nin 1 Copy X

1 Place the First page of the
documant facing down on the scan area
1.Close the scakhar cover

3.Tap "0k on the conputer

Prompt:
If the operation is not performed within 1 minute, the task will be
automatically canceled

The prompt box will not pop up next time.

e

Step 3: When the first page of the original document is copied, 2 green LED lights

on the printer will start flashing. Within 1 minute, place the next page of the original

document on the printer as instructed in the popup animation, and then press the

Start button on the printer. Repeat the above steps until the document is printed.

Step 4: N in 1 copy is complete.

15



2.6 Scan (Supported on M7208 and M7208W only)

2.6.1 Scanning

Place the document to be scanned on the scanning area of the printer, and then
do the following:

Step 1: After setting the scan parameters on the Scan page, click the "Scan" button.

@@ee

[ Print Copy _ Setting ]

Model &5

| Lenovo M7208W-000 ~ |
| S———————

Device Status

save Wore Settings
-4

Scanned image size: 95 79MB

Scanning

Q@ 0909

ow ]

Model €5

| Lenovo M7208W-000 ~ |
N —

Device Status

= )
- Print Save More Settings ﬁ

‘Scanned image size: 95.79MB

Scanning 0%
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Step 3: After scanning, you can check the scanned images on the Scan page.

Lenovo M7208W-000 ~

Device Status

Toner

—-——— =
Print Save More Settings
N . ———

‘Scanned image size: 95.79MB

Scanning - 32%

‘Scanning

Step 4: Double-click an image to browse, rotate or print it.

Preview

(

’
Model §.5

Lenovo M
Device Staf
Toner |

17



2.6.2 Settings

You can set the required scan parameters before scanning. Click the "More

Settings" button, select the required scan options, and then click the "OK" button.

el 10

More Seftings

Document Type

© Photo Text/Photo

DPI Contrast

600 x 500dpi v [
B

Calor Mode o 40 @

‘ J * Brightness

EEEEEE
Scan Area Size

A4(210x297mm) ¥

Default

r ‘Scanning

2.6.3 Saving

Click the "Save" button to save the selected scanned image(s). If a single picture
is selected, the picture may be saved in JPG, TIF or PDF format; if multiple
pictures are selected, the pictures may be saved in TIF or PDF formats. The
pictures will be saved in the order indicated by the numbers on their top right

hand corners.

2.6.4 Printing

Click the "Print" button to go to the Print page. If no image has been chosen,

this button cannot be selected.

18



2.7 Settings

2.7.1 Setting Printer Wi-Fi (Supported on LJ2208W and M7208W

only)

Select a wireless network from the list, enter the corresponding password, and

then click "Connect" to configure the wireless settings for the printer.

6@6@;

Print Copy Scan

£ "V
Model .3 wiaN @) | Manual WiFi
- ——

Device Status o Torme | ab-tost
NE—— i,
Protected by Mixed Mode PSK
Sle
s [8]  Powersave .
Password

do  More Seitings Display Password

lenovo-internet
No Security

| Lenovo m7208w-000 - | | €9 ( SeftaP ~ WLAN Network
Gl

B moary Passwora Cancel m
o e
=

L]

Toggle the WLAN switch to turn on or turn off Wi-Fi. The printer must be

restarted for any change in Wi-Fi status to take effect.

Lenovo.

@@é@

Print Copy Scan

Device Status & Tcrr Lab-test
N/ 5
Sleep Protected by Mixed Mode PSK

[&  Powersave
lenovo-internet
No Security
Mo More Settings.
~—————  and-Business
No Security

CMCC-WEB
No Security

=

B Mosiy Password
e/

Model &2 e “I WLAN ()I Manual Wi-Fi

| cenovo M7208w-000 ~ | | U0 ( SoftAP ~ WLAN Network 3
Sl
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2.7.2 Setting Printer IP Address (Supported on LJ2208W and

M7208W only)

You can choose to obtain the printer's IP address, or set a fixed IP address for the printer.

To set a fixed IP address for the printer, consult your network administrator for assistance.

Qe QO

[ Print ‘ Copy ‘ Scan

T WL

Model St

| Lenove MT208W-000 ~ | i) sonap IPType @ DHCP Static
[S——————— B —

Device Status 0 (LY e (T
[ Ready ] :
{8 Powersave Submask (-

~  / .

Toner e
o #o  WMore Settings. Gateway [ 1

B Moaty Passwora
N—

2.7.3 Setting Soft AP (Supported on LJ2208W and M7208W only)

Enter the Service Set Identifier (SSID) and password for the Soft AP network, then toggle
the ON/OFF switch to turn on or off Soft AP. The printer must be restarted for any change
in Soft AP status to take effect.

@%é&

[ Print ‘ Copy | Scan

T Wi

Model £1.% .

| Lenovomrzowono - | | D QUL  sso )
Device Status & TR
Sleep

Password

[6] . Power Save -
Close

1= | o MoresSettings
- ~——  — /

B Modity Password
S~
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2.7.4 Power Save

Use this function to set the idle time after which the printer goes to sleep. The

idle time can be between 1 minute to 30 minutes.

[ Print ‘ Copy ‘ Scan

@@e‘%

T OWiF
N

Model &6

| Lenovo M7208W-000 ~ | g0 | softap
N ————

Device Status &  Torip Timeout setings

m—

= &
P

(1-30 Minutes)

Sleep

#o  More Settings.
N~

B Wosity Password
et el

M

2.7.5 More Settings

Use this function to set specific parameters for the printer. Unless necessary, do
not change the value for any of the options.
After clicking "Fuser Error Clear", turn off the printer and allow it to cool to room

temperature before turning it on again.

@%é&

[ Print | Copy ‘ Scan

T W

| Model £33 Top

[ tenovo m7208w-000 - | | €% ( SonaP Left Margin(mm)

Device Status & Tcep Image Density
Low Humidity Mode

[3]  Power save
| Plate Control Mode

o W Cooling Made

8 vodiy Password Fuser Error Clear
N~

e —

WarmingUp
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2.7.6 Modify Password

Use this function to change the administrator's password. The administrator's
password is mainly for identity authentication purpose.

If authentication fails, you will be informed that the password is wrong and
be prompted for the right password. You may re-enter the password for an
unlimited number of times. After successful authentication, you can change the
parameters on the Wi-Fi, Soft AP, TCP/IP, Power Save, and More Settings pages.
After administrator authentication, you will not be prompted for passwords in
subsequent settings operations.

The initial administrator password is 888888.

[ Print ‘ Copy | Scan

T W

Model €3
| | Lenovo M7208W-000 ~ | | ) | sonap

Device Status &  Tcrp New
—

= Passuiord

4L [3]  Power save e :
onfirm
Passuiord

fho  Wore Settings
~
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<3 MAC version

3.1 Installation

Install the software by running the installation program on the CD-ROM provided

with the printer.

3.2 Copy (Supported on M7208 and M7208W only)

3.2.1 Regular Copy

On the Copy page, set all the required parameters, and then click the "Copy" button.

[ ] Lenovo M7208W - usb://Lenovo/M7208W?serial=987654321

Lenovo M7208W B Refresh Lenovo.

QA setting  About

Scaling Scanning Mode
1 00 % © Photo
Text
- +
Density Copies
=ull 1
z + 5
Media Type
Plain <]
Document Size
Letter (8.5 x 11) B
Output Size ID Card
Co
Letter (8.5 x 1) B Copy £
Nin 1 Copy
1 1)
DPI
300 x 300 <] Default
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3.2.2 ID Card Copy

To copy both the front and back of an ID card on the same page of A4 paper, do
the following:

Step 1: Place the ID card with its front facing downwards on the left-center
region of the scanning panel.

Step 2: Click the "ID Card Copy" button on the Copy page, the "Copy" button
turns orange, then click the "Copy" button.

Step 3: When two LED lights on the printer starts to flash, it indicates that the
front of the ID card has been scanned. Turn the ID card over, replace it in its
original position, then press the Start button on the printer.

Step 4: ID Card Copy is complete.

3.3 Setting (Supported on LJ2208W and M7208W
only)

3.3.1 Wi-Fi Settings (Supported on LJ2208W and M7208W only)

Select a wireless network from the dropdown list, enter the corresponding

password, and then click "Apply" to configure the wireless settings for the printer.

[ ] Lenovo M7208W - usb://Lenovo/M7208W?serial=087654321

Lenovo M7208W B Retesn Lenovo.

Copy JEEHIEN About

WIFI Setup
Modify Password

WIFI Setup © Search WIFI Manual Setup

SSID <]

Passphrase
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4 BWICTEE e

4.1 Common problems encountered

4.1.1 Unable to connect to the printer

Under such circumstances, Neo Printing (Windows) will display the page below.
Follow the instructions on screen to troubleshoot network connection problems,

and then search for available printers again.

Lenovo.

[@%IQGJ

Model €13
Lenovo M7208W-000 ~

Device Status

[ one_J
[ oin-__]

Toner ol =
0% b= UsB WiFi

USB connection Wi-Fi connection
troubleshooting troubleshooting

4.1.2 Administrator password lost
Restore the printer to its factory settings (refer to the user manual), and then

enter the default password "888888". After administrator authentication, edit the

relevant parameters.
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4.1.3 Settings have been configured successfully, but
the printer is not responding

1. When turning on/off Wi-Fi or Soft AP, the printer must be restarted for the
change to take effect.

2. To use "Fuser Error Clear", turn off the printer, and then allow it to cool to
room temperature before turning it on again. Failing to do so can damage the

printer.

4.1.4 Neo Printing (Windows) can connect to the printer,
but the program does not work properly

Re-install the printer drivers, and then restart Neo Printing (Windows).

4.1.5 Files in some formats cannot be printed using
Neo Printing (Windows),

Right click the files in these formats, and then check if the "Print" option is
available on the right-click menu. If the "Print" option is not available, the file

format is not supported by Neo Printing.

26



4.1.6 Toner is at 0%, and the printer cannot be used

Replace the empty toner cartridge with a new LD228 cartridge.
To get the best deal on cartridges, do either the following:

e Click the shopping cart in the "Neo Printing" window;

Model &5

| Lenovo LJZ208W-000 - |

Device Status

T

Toner

0% =

Turn off the printer, and turm
it on again.

Contact customer support if
this failure is repeated:
S5C530

e Click the & icon at the top left corner of the window to enter the Member

Center, and then select "Buy consumables”;

Member Center

Login

Change Account Information

Buy consumables

Nearest service station

Download printer firmware

About
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To purchase consumables, use any of the above ways to locate the dealer

nearest to you.

A ALD228 15007 ( SHEEZ)
ERTFL2208. LJ2208W,. M7208, M7208W

wrEE:(T5 v )& (fmE v)d

ERURREE

IR
TRdsiEhRiEE  Hi5010-88888888
iTmdeiEhfa T @Bi5010-858888888
iTndemhfaA R HEis010-38888888
indehiEhRENE  Hi5010-88888888
IndeEhRiae S BiS010-38888888
TRl RlEF)  Hi5010-88888888
iTmdkAnEhRlEN S BiS010-88888888

If the user is not located in mainland China, the service is not provided

4.1.7 Printer malfunctions and cannot be used

If the printer malfunctions during operation, the type of error will be shown in
the notifications bar on the left of the "Neo Printing" window. Some errors can
be eliminated by restarting the printer. Other errors require the assistance of
professional maintenance personnel.

Find the service center nearest to you through one of the following two ways:

e Click the Error Message in the "Neo Printing" window

Model &8

Lenovo LJ2208W-000 ~

Device Status

T

Toner

0% -E

0

Tumm off the printer, and tum
it on again.

Contact customer support if
this failure is repeated:
5C530
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e Click the & icon at the top left corner of the window to enter the Member

Center, and then select "Nearest Service station";

Member Center

Login

Change Account Information

Buy consumables

Nearest service station

Download printer firmware

About

Find the service center nearest to you through any of the above ways to have

your printer repaired. You can then resume the use of your printer in the soonest

possible time.

e (Ir v )& (EE v)&

EAESER

P4 RI
Q it - T EREETHARPELSS
BARSTEDS
FEiE : 0513-88888888
Q it : T EREETHARPIE18S
BARSTEDS
FEiE : 0513-88888888

@ il - I ERETE AR PSS
BRABFTEDIS
FEiE : 0513-88888888

If the user is not located in mainland China, the service is not provided

29



4.1.8 The Neo Printing software was installed
successfully but does not work

After the Neo Printing software is successfully installed, it will not be able to start
or function properly if version 4.0 or later of the .Net Framework system plugin
has not been installed. Hence, you have to download and install version 4.0 or
later of the .Net Framework system plugin. We recommend that you download it

from the official Microsoft website.
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