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Thanks for using IP camera!

Please read this manual carefully before using, and keep it well for future usage.

1. Note

1.1 Only waterproof IP camera can be used outdoor. Waterproof housing should be added to
the IP camera without waterproof function when using outdoor.
1.2 Avoid letting the lens of the IP camera directly point to the Sun or other strong lights.

1.3 The IP camera should be set in the places with good ventilation, far from hot reservaoir,
high temperature, or vibration.

1.4 The IP camera should be placed in the places with permitted humidity and power
voltage.

1.5 The IP camera must be grounded well.

1.6 Power adapter must be connected correctly with the IP camera. Power adapter must be
reliable and unreliable power adapter may cause damage to the IP camera.

2. IP Camera Installation

IP camera bracket, IP camera, Ethernet cable and power adapter are needed to install the IP

camera. Steps are as follows:
2.1 Install the IP camera and Bracket.
2.2 Install the IP camera with bracket to the surveillance place.

2.3 Connect power cable of the power adapter to IP camera, and connect RJ45 Ethernet
cable to router or switcher. Audio devices (such as Audio Pick-up) can be connected for

some |IP cameras which have audio function.

3. Operation

IP camera can be managed with NVR, IPClient ( NVR system), and mobiles phones ( iPhone,
iPad and Android Phones).

For details of operation with  NVR, users can take reference of NVR user manual.

For using on mobile phones, iPhone and iPad users can go to Apple store, and Android phone
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users can go to Google play, input keyword: CMS, download the software for free and install
the software. Users need to input the CMS ID of the IP camera. The CMS ID can be got from

the IP camera label.
IPClient ( NVR system) is the central management software for [P camera.

Users can install the IPClient software on PC or Laptop from CD or downloaded from official

website.

4. IPClient installation and Connection with

IP Camera

Click the IPClient setup button, follow the steps and install the IPClient system.

After installation, please login IPClient from the shortcut on desktop. Click REES

at the bottom of the main interface of IPClient system.

Devices Management

Devices Diacovered Devices Connected
NO.  |AWeS [rvep D Iw [ CH Al Inwsio D [Chennel Status
1 CHOOY A1GB498561 1921631681
2 HDPC AIBB502015 19216816 30
3 MDEC A159730893  192168.16 68
4 o1 A1GB499260 19216816134
5  mde2 A1GB497577 19216818179 22
8  Tihw4 A196109395 1921631859
7  HDPC A1GE500336 19216818143
8  HDPC10.hw A1GB274173 19216318135 5
3 Tihws AIGE133128 19216316 244
10 &348s C BA) A1S6500088 19216316176
1 HOPOA A150356751 19216318100
12 T1HAER AISBI07ME  192168.16.147
Ratrash Manusity Ext

The left side of the above figure shows the searched IP camera in the local network, and the
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right side shows the connected IP cameras.

Users can choose one IP camera and click to connect this IP camera, and if there
==
is more than one IP camera, users can click to connect all.
Refresh
The button is to search IP cameras in the local network.
< =<
The button is used to disconnect one IP camera and the button is

used to disconnect all IP cameras.

Manually ...
The button is used to connect the IP camera manually, users need to input

the CMS ID, login ID (user name) and password, and click the button OK to connect this IP
camera as below figure shows.

Device Config

Device ID: ' A366
User name: ladmin
Password: Imm
Ok Network... Exit
Network...
Click to set the IP camera network.
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P I 192 . 168 . 16 . 212
Netmask: l 255 . 255 . 255 . 0
G | 192 . 168 . 16 . 1
DNS: | 202 . 102 . 128 . 68
MAC: | E0:62:90:D6: AB:98
Ok Exit

When the DHCP is ticked, the DHCP function of the IP camera shall be enabled. This function
is enabled as default setting. If no IP can be detected when IPC started, then one static IP

shall be set. The IP address shall be 192.168.0.* (one number between 1-255)

S. Settings

Users can click the E&UMIEER button to manage the functions including Channel Setting,

Recording Setting, Alarm In, Alarm Out, Email Alert Setting, User management, and System.
5.1.Channel Setting

Channel Setting includes functions of stream setting, Channel name setting, OSD location

setting, Masking setting, etc.

Users can enable masking and choose the region which they think is privacy. Up to 4 privacy

zones can be set.
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Sebect Crisonst

Charnne! Sefing  Record Seftng | Alarm in | Alaen Ot | Emad Alert Sefiing | Uaer Maragerment | System

HD Strean(For Recordng)

Feschtion 1200°7 20 - Frame Rate 3% - Bt Rate |u:95 \bos

S0 Strean(l or Preveevang)

Reschion 524352 Frame Rae |25 v|  BtRme 768 itps
Network Stream
Resohdion 3524283 v Frame Rwe |15 -l B4 feste Ff.‘ thps
v Enable Freviearg v Enabie Popup [ Eratle Masng
Charnet Nams |CHOO! OSDLocaton |Down-et v
Detaut Apply to A
o Ext

5.2.Recording Settings

Users can set which disk they want to store the records. C disk can’t be chosen for

consideration that C disk is usually for PC system, and this is not safe for recording.
Users can also Enable the scheduled record and set the recording period then.

Selact Crannet Crannel Sefting  Record Settng | dlarmin | Alarm Out | Enal Alert Seming | User Managemant | System

Channel 01 .CHODY ~
Store Dizks

VD W E v F I I [
Feserved Dk Space ‘[‘UJIJ 2000~E000 (WB Thee Disk Vih More Than 5 Space

Dtak Space Not Erough

v Overwrte Previous Records

Stop Kecording ana Reminds

[ Ensbde Schedued Record

Dottt Apgy b0 AX
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5.3.Alarm In

Alarm in include Video Lost Detecting and Motion Detect.

If Click Motion Detect, users can set the regions. If any motion detected in this region, it shall

trigger alarm out. Users can also set the sensitivity. The higher the value is, the more sensitive.

Seford Charret Charnel Setting  Record Settrg AMTIN Al Ol | Emat Alert Seing | Liser Managenert | System
Ch CH001
Lhénne 01-CHOO Yizeo Lost Detocson

[~ Erable Video Lost Detectng

Moton Detection

lv Ersble Moton Dedect

Serathty [<F [0 Region

Defout Appty to A1

5.4. Alarm Out

Users can choose the reactions after alarm has been detected. The reactions include Start
Record, Snapshot when alarm detected, alarming when alarm detected, and E-map pop up
when alarm detected.
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Select Charret

Craannet 01-CHO01

Charrel Setting  Record Setting  Alarmin - Al Ol |Einag Alert Seting | User Managenent | System

Alwm Losting Tinee 10 1=3500 (Second)
I~ Start Record [ Snapzhot Ywhen Alarm Detected
Alsrming Yhen Alwrm Detected [ EMap Popup VWhen Alsrm Dedectec

Detout Appty to AL

% (3 ]

5.5. Email Alert Setting

This interface is for user to set Email Alert. Firstly, users need to enable the Sending Email
When Alarm Detected. Secondly, input the Email ID of the receiver, if there is more than one

receiver, please use”;” between each receiver, and also set the interval time between each
Email.
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Select Charret

Craannet 01-CHO01

Charrel Setting  Record Settng Alarmin - Alarm Oul - Sk Alort SE0g | Usar Managenent | System

[~ Sending Emaf YWhen Aarm Detacted
Recutrer Emsd 10 | (Sepersts Rucerver Enel D by 1)
=
rtervals(Mnuee) ‘,ﬁ
Send Taszt E-Ma Detaut Appty to A1
% (3 ]

Send Test E-Mail
When setting finished, please click the button to test whether the Email has

been set properly.
5.6.User Management

On this interface, users can add, delete, change user and also set user power for each user.
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Sehct Channet Channel Sefing  Record Seftng | Alarm in - Aleen Out | Emad Aledt Seting  User Managemment | Syaterm

User List
User name
Liser e Password
odTn
Add User Delete User Cnange User
System Porever
I~ Dewices I~ Semngs I~ Aecord I Remote Setting
[ Paryback I Lot I wgs Cortrol Srwpstol Mansgsment
[~ Dewice Service [~ P1Z Cortrol i ex
o Bt

5.7.System

Users can set system reactions including Sequence Interval, Enable Scheduled Restart, Auto
Lock System, Auto-Run, Shutdown the PC when Exiting System, Disable the PC
CTRL+ALT+DEL, Allow user to Switch Video Position, Low Performance PC mode.

Settings

Select Channet Channel Seming  Record Setting . Alwrm in | Alerm Out Bl Nerd Seftng | User Managemert  Systen

Secuence nterval 10 150 (Second)

Ernbind Scheduled Restart {Sunday =l [0o i oo ~]
" Auto Lock Systen Nonactive 110 (Mrute)

Auto-Fun

T Shtgown the PC YWhen Eding Systen

Orsatle CTRL-ALT+DEL(Onty Supports Win2000 » XP)
¥ ARow User 1o Swich Video Postion

Low Performance FC Mode
W Seocth mode on the interret

v ONVF Srovocol

Ok B

10
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Sequence Interval: users can set the interval time between 1s -60s.

Enable Scheduled Restart: User can the time to restart the system among the week.
Auto Lock System: users can set the time to lock the system

Auto Run: If this box ticked, the IPClient system shall run after PC started.

Shutdown the PC when Exiting System: If this function enabled, the PC shall be shutdown

when users exit the IPClient system.
Disable the PC CTRL+ALT+DEL: Disable the function of CTRL+ALT+DEL on PC.

Allow user to Switch Video Position: If this function enabled, users can drag video of one

channel to another channel.

Low Performance PC mode: this should be enabled when the users’ PC configurations is

low.

6. Record

6.1.Record All

Users can click the button LEEEEEIR to start recording of all channels. If users just want to
record one channel, users can choose the channel and right click the mouse and choose Start

Record.

6.2. Record None

Users can click the button Miiakllalid to stop recording of all channels. If users just want to

stop record of one channel, users can choose the channel and right click the mouse and
choose stop Record.

11
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7. Playback

Users can choose the date on which the videos have been recorded. When users choose the

date, the recorded files shall be shown. Users can double click the file to play the record.
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8. Snapshot

Users can choose one channel and then click the button Kkl for snapshot.

9. Layout

Users can click the button ikl to split the screens. Up to 36 screens can be spitted.

Users can also see Tour of Single Screen and Tour of Four Screen, and these are for

12
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sequence.
Tour of Four Screens is only available when more than 4 IP cameras are connected.
Pop-up function: when this clicked, the screens shall be pop-up and then users can manage

other work on their PC. The precondition is the Pop-up function should be enabled in the
Settings interface.

10. Minimize and Exit the IPClient system

I
Users can click @ to minimize the IPClient system and click for exit the system.

11. Remote Monitoring

£x

Install CMS client-end Software. Then there will be a desktop icon  “i¥
Double click the icon, there will pop up a login box.

Single ID Login: 1) Select “CMS ID Login” in the left bottom.
2) Input the CMS ID of the IP Camera.

Device ID }\37667 .

Device ID Login N/ Search || Advanced | Login |

3) Click Login.

13
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If you want to remote view many IP Cameras at the same time, then you need to select “Local
User Login” mode.

1) Select “Local User Login” in the left bottom.

2) Input User Name “admin” and password “null”, then login.(You may modify the user name
or password in the IP Camera end)

&~ CMs il

Username l

Password |

[~ Remember

Local User Login Y

3) Click “Setting” in the right, then pop up a box like bellow.
Select the source in which window you want to remote view.

Input the CMS ID and channel number. Note: Each IP Camera has only one channel, so it
should be Channel 1.

14



User Manual for IPClient

’1 Settings

X

Video SourcefGroup |LocalUser | Sterage | Advanced |
Video Source
- T2 Root Current  INew Group Add l Modify I I
- MNeww Group
Username [;bc Password |---'
@ Source 2
B Source 3 I Link by Domain/IP
g zzz'g : Alias [Source 1 Device 1D [at9s49as61]
{ r
@B Source & Domain/TP l } 1 Channed Number |;
g Source 7 Port ] v Detect host in LAN
&M Source 8
@ Source 9 V¥ Receive remote alarm signals, [ Popup Map Automatically
g g:zz :? [V Enabie Preview v Pop-up
& Source 12 [ Display 2t Original Ratio [~ 1PC Made
Q Source 13 =1 -1
@B Source 14 I~ ) Output to card's No, I — | Pos l £
g 3::2: :: r i oot Output to No. l —jpos | =
Add Source I Del Source | Defauit | Apply To Al l
[ ] cancel |

Right click the responding source you have figured, and click [Connect], then it will connect.

oo-x

Digita) video Digital wideo
RBecording System Recording System

Digita) video Digitsl video Digitsl video
RBecoerding System Recording System Recording System

ssssenseneet | © IEHED

;

B
ML et i coveang
Tt . T 1 v
TRE251 wamnantwrnd (86

Digita) Wideo Digital wideo Digital Wideo
Recording System RBecording System RBecording System

1 »
—

Then you could view more IP Camera following the above method.
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