Quick Installation
Instructions for IPC



1. Device Connection
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2. Search and connect with IPClient

2.1. Automatically search and connect

L2

1.Double Click Shortcut %42 Enter the main interface, Enter the user name and

password, the defult username is” admin” , password is “ ”



The main interface

2.Click [Device]

Devices Management

Devices Discovered: Devices Connected:
NO. |Alias nvsip ID P - CH Alias nvsip ID Channel Status

1 n85-hc-956+ A246020849  192.168.16.197

2 HD IPC A159730693  192.168.16.106 |-

3 TIHC-EHR A173849044 192.168.16.208 ~

4 HD IPC A109586068  192.168.16.132

5 HD IPC A198269232  192.168.16.202 2

6 a_720p A195055319  192.168.16.225

7 HD IPC A109612283  192.168.11.100

8 HD IPC A185422659  192.168.11.175 <

9 hs+122-3fiEsk A238366522 192.168.11.154

10 PESHED A246014446  192.168.12.149 o

1 3513CEEiRiER A235880152  192.168.12.172

12 -IEEREN A246015717 19216812204

Search More Refresh Manually... Exit

Device Management

3.The left list show the found devices,these devices in the same lan with IPClient,Selected any

=
device and click the button ,can add this device in the right list,and connected this



==
device.click the button ,can add all device in the right list and connected.

User:admin

Devices Management

Devices Discovered: Devices Connected:

Alas nvsip D 3 cn  [aias nvsip D Channel Status

nBS-hc-956+ A246020849  192.168.16.187
HDIPC A159730893  192.168.16.106 | _
TIHC-E S A173849044  192.168.16.208
HDIPC A109586088  192.168.16.132
HDIPC A198269232  192.168.16.202
a720p A195085319  192.168.16.225
HDIPC A185422659  192.168.11.175
hs+122-§ffifisk A238366522  192.168.11.154
YNEERED  A26014446  192.168.12.149
3518CHRARIRIA A235880152  192.168.12.172
VIEERED  A2601STI7  192.168.12204
VNEEHER  A228141367 19216812192

Search More Refresh Manualy.

Refresh
Note:If there are newly devices,then in the device management,click the button [Refresh],can

search the newly devices.

2.2. Manually add and connect

Manas
1.In [Device Management],click the button[Manually] d

Device Config

nvsip ID: | All

User name: 'admin

Password: | rrrrer

Ok Network... Exit

Manually

2.Enter the nivsip ID ,Network username and password,click [ok]



User.admin

Devices Management

Devices Discovered: Devices Connected:

NO. |Allas nvsip D 3 - cH  |aims nvsip D Channel Status
nB5-hC-956+ A246020849  192.168.16.197

HDIPC A159730693 19216816106 | _

1
2
3 HDRC A109586068  192.168.16.132
"

TIHC-ESR A173849044  192.168.16.208
720 A195055319  192.168.16.225
HDPC A198269232  192.168.16.202
HDPC 231727116 192168.7.57

hs+122. 58k A238366522  192.168.11.154
VNEERED  A246014446 19216812149
ISIBCHARARIA  A2058B0152 19216812172

c A223657968  192.168.13.7

e A220413513 1921681323

Search ore Refresh Manualy.

|
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Connected successful

3. Search and connect with IE

3.1. Login use Account and connect Devices

1.Enter http://www.nvsip.com In IE address bar, in the login interface,Enter the Registered

Account and password,Click [Login].

oo nvsip.com/Defau

3 . s Download
Cloud Security—Video Management System N

Device. Account.

Account:

Password:

M Keep Password

Register

The login interface

2.Click the button [Add Device].


http://www.nvsip.com

sow.nvsip.com/Index.html P~ & X || @ Welcome to NVSIP X
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Add Device

Add Device
3.Enter the Deviec ID,Device name, Network username and password, and enter the

channel number. Then click [Save]

Add Device

Device ID:

Device Name:

admin

Account:

Password: @0 099®

Channel Qty:l[

[75]
)
-]
<
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Enter the message

Add Device

Add Device successful

4. Expand Device,Double click the channel,then can connect successful.
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Connect successful

3.2. Login with Device ID and Connect

1.In the login interface,Click the button [Device ID],Enter the Device ID,example A
219326880,enter the network username and password.then click the button[login].

n & Welcome to NVSIP ] o3
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Device

Device ID i Advanced Y.
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Login successful



2.After login ,if user want to connect other device,the can enter the Deviec ID in the [Deviec

ID] ,Click [Advanced],and enter the network username and password,then click [Link].

Device

A219327635 Link Advanced ¥

Enter other Device ID

Device

A219327635 i Advanced ¥

B Acount: FITIIE
password: (XXXTX (N

Enter the network username and password

wsip.com/Index.html = & Welcome to NVSIP

Device
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Log

Connect successful



	DeviceConnection
	SearchandconnectwithIPClient
	Automaticallysearchandconnect
	Manuallyaddandconnect

	SearchandconnectwithIE
	LoginuseAccountandconnectDevices
	LoginwithDeviceIDandConnect


