HomeDVR Centralized management
software 2.9
Instruction for use



Outline

Precautions

First of all,thank you for choosing our latest products.Before you use the monitor
card, please carefully read the related issues involved in the specification, familiar
with the hardware,the functions of the various parts of the software in order to user in
order to ensure that the best features of the system you play.Otherwise,all of you peril.

This manual will show you the installation,operation,setting and the use of
network exhaustively of Home-Wei centralized monitoring system. The supply
voltage of the system host 22 0 V1 0 % ,If the voltage instability or interfere with
the occasion, made of high quality regulated power supply (UPS).To ensure a good
working system to normal state,the system installation, disassembly video capture
card, the host is completely de-energized state, otherwise the residual voltage on the
motherboard will damage the capture card.

The system host work at room temperature (-10+3C ~ 55 + 2 C ),a
cleaner environment, and maintain good ventilation state.

Belong to my company's proprietary products in the system software, without
consent, do not copy, otherwise affect the stability of the machine takes no
responsibility for, and will be investigated through the legal channels piracy
responsibility

Functions and parameters

Compression Method: H.264/MPEG 4;

Display Resolution: 800x600 1024x768 1280x600 1280x720 1280x728 1280x800
1280x960 1280x1024 1360x768 1366x768 1440x900 1600x900 1600x1200 1680x1050
1920x1080 1920x1200 16:9 Widescreen. 16:10 Widescreen;

Preview resolution (Adjustable): 720x576 (PAL), 720X480 (NTSC);
360X288 (PAL), 360X240 (NTSC);

Recording Resolution (WYSIWYG): 704X576 (PAL) , 740X480 (NTSC) ; 352X
288 (PAL) , 370X240 (NTSC) ;

Stand-alone capacity to support 12 path D1. 48 way CIF;



Supports single screen, 4, 6. 910, 13, 16. 25. 36 Screen display, Can be full screen,
Supports automatic;

Page up;
Multi-screen real-time display/videoing/Playback function, Support multi-protocol PTZ
control, Support a variety of alarm box linkage alarm;

Manual recording, continuous recording, timer recording, dynamic videos, event videos,
linkage alarm video and other video way;

Display name can be set for each channel;

NTSC/PAL Two video display standard optional, 25 Frames / sec real-time preview.
Recording, playback;

Video image attribute adjustment function to make the image clearer.

There are several classes of video image quality adjustable to change the size of the storage
file to facilitate the application of different occasions.

Video motion alarm recording function, pre-recording time, delay recording time,
adjustable support sound Alarm output.

The smart retrieval, according to the camera lens, the year / month / day / time period or
long continuous search playback automatically retrieve alarm recording,Able to distinguish
between video events.

With local amplification, frame-by-frame playback, fast playback, slow playback, normal
playback.

Playback image capture function, playback file backup, file clip function.
Remote monitoring, remote control PTZ, color, manual recording, arm and disarm, restart
the computer and other control efforts.

Support the current maximum capacity of hard disk, and supports the installation of
multiple large-capacity hard disk.

The hard management by adequate and reasonable use enables the drive to get the
maximum use of minimum reserve space of the hard disk and hard disk settings.

Automatically creates a log file (user operation log, system log, remote control log), to
facilitate the query operation records.

System can be arbitrarily set the timing shutdown, scheduled reboot function, to ensure
that the system is running high stability.



Can be set to boot automatically run the monitoring software to automatically turn off
power program calls automatically restart, and automatically restore the video.

Hardware, software, After strict test,reliable.

The system hardware configuration requirements, 48 video shows the CPU occupancy rate
of less than 75%.

The system can effectively prevent repeated operation monitoring system to cause the
system to crash.

The digital surveillance system product features:

The modular design of the monitoring system, independent of each other
between each module to improve the stability and scalability of the system, to ensure
the system's long-running.The system can easily add peripheral hardware: video
capture devices, alarm devices, matrix, fast ball and does not affect the stability of the
whole system of running.
<User-friendly interface for easy operation>
1. Automatically support a variety of mainstream display resolution, user-friendly choice.

2. Users can arbitrarily set the number of preview screen and screen layout provides screen
switching cycle switch function, set the single cycle switch and multiplexer cycle.

3. Support an unlimited number of video preview and compression, the type of processor and
memory capacity to.

4.  The humane system information display window, easy for users to understand the operation
of the system state.

5. Support user management with automatic / manual lock function, support the local user and
network user rights settings.

6. The quality of the image is clear: the stream, frame rate, screen size, and can be freely
adjusted in order to achieve maximum flexibility.

7. Intelligent video control, automatically adjust the video frame rate and video quality based on
the different times of the day.

8.  Video fast and convenient way to switch to select video storage settings.

9. Users can customize the disk storage and liquidation strategy.

10. Users can quickly copy the settings for a channel to the other channel, without having to
individually set.

11. The system can be complicated to perform a variety of tasks (monitoring, recording,
playback, control, backup, etc).



Architecture

<Server-side>

The server program (host program) is the core of the data acquisition, information
management, automatic control and network management of the monitoring system as a whole.
The host program real-time audio and video capture and preview pre-listening frequency,
according to video recording schedule is set automatically to the real-time collection of audio and
video data compression and storage of high-definition, and the client requesting a connection to
the network real-time transmission. In addition, the system response to the probe signal, and can
control the front-end PTZ Speed.

Dome and other recording system operation and in accordance with the relevant set to run
automatically. At the same time according to the client, IE control remote settings, retrieval and
control of the server program to achieve its remote function.

<Client>

The software in order to achieve large-scale centralized monitoring, done independent of the
control of the client-side, when the needs of customers in different places when the remote
monitoring software, remote monitoring may require the installation of computers in remote
control terminal can be. Remote monitoring software can also be installed to view on your phone..

<|E controls>

IE controls and the client has the same function, and the difference is that the control operation
by the browser.



Feature support
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System Requirements

Hardware requirements:

4-way card, 8 cards can be combined into any video surveillance system, depending
on the number of PCI slots in your motherboard and your CPU processing power.
Video capture card Recommended configuration table.

4 way 8 way 9-16 way 17-32 way
epU CeleronE1600  Or [CeleronE2140  Or |CeleronE4300 Or CeleronE5200
more more more Or more
Me
mor 256M 512M 512M 512M Or more

‘ Motherboard Intel G31/G35 Above chipset

Software Requirements:

Operating system: Apply to Windows 2000/Windows XP/Windows Vista

1.

2.
3.
4.

System recommended to use System of Microsoft Windows XP Professional sp3.
install DirectX9.0c Or more.

Need to use the latest graphics card driver.

DVR software is installed on the host, do not install a firewall, antivirus software
and other applications;(Install a firewall system firewall, remote access
connection failure; installed anti-virus software, run-time, will take up a lot of
system resources, it will affect the stability of the DVR software; the DVR
software runs, do not run other applications.)

Note: install the graphics driver, be sure to install the motherboard driver, otherwise it is not
conducive to the graphics card and DVR work properly.




DVR Master Control Software
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Interface Description:

D system
information User information,time information etc
window
2 PTZ control Operation PTZ: upand down,automatic line scan,
panel zoom,etc

@. playback Display video and window control
window

@ system Minimize,maximize,exit

button

® interface  |Split-screen-mode select,sound,photographs,
control button suspended,locked,system settings,playback




Product Installation

1. Turn off the computer

Open the case

3. One or more blocks of the video card firmly insertion groove and tighten the
SCrews

4. Cover the case

Turn on the computer

6. Connect the video cable

r

o

Software Installation

Note: If your DVR computer video capture other compression card, be sure they
relieved and completely delete avoid similar hardware and software conflicts

1. Video capture and compression card into the computer slot and boot
into the operating system.

2. Boot into the operating system, the system will automatically discover
the new hardware and prompts you to install the driver, at the moment, you
can manually install the driver, but it is recommended that you do not want to
manually install, while the use with the card CD installation software
installation.

3. DVR installation disc into your CD-ROM drive CD-ROM,
double-click setup.exe to install the software interface, as shown below:

Welcome To DVE Setup, Pleazes Select Language

' Install Driver .

Inztall DVE Swystem

Install Client

Install IE t_ontr::-l

Exit

4. Install capture card driver

1. Click install capture card driver

2. Click to install DVR system (if your card for the 2815 or 9611 or USB
will pop up another dialog and click Next to continue to see only).



Product Uninstall

Mouse to select: "Start" -> "All Programs"-> “HomeDvr Surveillant System” ->
“Uninstall HomeDvr Surveillant System”  You can uninstall the DVR

software.Uninstall the software will delete the related files but besides video files and
the folder.

Note: The following window will pop up when you uninstall a software:

Uninstall HomeDvr T

B ¥ill to Uninstall HemeDwr

Enzure Homelhr Surweillant System iz closed

—Choose Uninstall type

{+ Uninstall Completaly { Eeep confiz infomation while ln

Tninstall Progress

Uninstall I | Close I

There are two options:

1, completely uninstall: completely uninstall the software will also be deleted on
the configuration.

2. reserved uninstall the original configuration information: the user can retain
the previous configuration information, installed software again when the

configuration information is the same as before, can be selected according to their
needs.
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Basic Settings

Setting x|

= lacalhost
[l User

B Card

8 _ameralll

- Cameralz
- Camerald
- Cameral4

- Storage Setting

- Mebwaork Setting

- System Setking

- Log Setking

Capture card basic setting page interface description::

—Device Infomiation:

Base Setting | Recaord Setting I Yideo Audio Setting I PTZ Setting I Yidea Motion Detection | Privacy Masking I Firm\LI_'_

Device Marme: IcamEram W Enable this device when DYR startup
Device 1P | 19z . 168 . 1 . O
DeviceI00: l-in'JEIJ
= Modify IP |
Device [D2: I“—
oK I Cancel APPLY

1. camera name can be modified for specific names, such as the lobby,

the entrance, setting a new name and click the Modify button to save.
Can clearly shows which cameras
monitor where.the camera’s IP address, not a network camera IP

address.

If checked <the software starts automatically open the device> click
Apply> button to apply the settings, start the software will
automatically start the camera monitoring. .
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Video Settings

Setting X
[ lacalhast Ease Setting Record Sething |'v'ideo Audio Sething I PTZ Setting I Yidea Mation Detection I Privacy Masking I Firrn Y I 4
ik User
i T — ¥ Enable Auts Record

Card

: e

--ameradl L

- amerab2

- Cameral3 StartDate  [aoiefEiz 1R = Stark Titne
i - Cameratd
- Storage Setting s corzeE1z A1z = _—
H ErdDate ST EE1E A 12 T Eop e
i Network Setting UL I —I el
Syskern Setting
*Legaeting % Weekly Schedule

—RecordMods
B ~ continuous " plarm B C totion " Mon Record

Set all

Apply ko Al |

OK I Cancel APPLY |

The monitoring system provides both manual recording and automatic video
recording mode.

1. manual recording

Select manual recording, the system will stop the automatic recording control,
users can channel control panel of the main interface for manual recording control.
(Right-you want to control the camera and open the device)
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~ localhest
- Card

ND VviDED ND ViIiDED e

Close Devie

" StatRecorc

«  Stop Recorg
> .

NDOD vViIiDED ND ViIiDED

FTZ Controller
Coler Setting
& DEOOdDOUE D e ©

Lavout Audio  Snapshot  Float Lock  Setting Plavback

2. Activate automatic recording

Users can set daily video according to their needs, so that the system automatically
video control.

a. Disposable: Select to start recording, and the end of the recording time.
b.Week recoding plan: There are four video types video settings: Continuous
recording, alarm recording, motion detection recording, prohibit video add a week
recoding plan we should choice the type of recording,Have four options:

@ Hour selection method: In the hours grid ("00", "01", "02",
corresponding to the daily hours), and click the left mouse button, will this week

the hours of a day are set to the selected video type:

= SWeekly Schedule
—RecordMode

£ Mon Record

. £ Continuous

13



2 The week selection method: date grid, click the left mouse button, will
this week, all hours of the day set for the selected video type

% \Weekly Schedule
—RecordMode

. " Conkinuous " alarm

. & Mation " Mon Recard

Sekall

@ setall the way: click on "Settings All> will be a week schedule are set to the
selected video type

= weekly Schedule
—RecordMode

" pon Record

- " Continuous  alarm

@ Chosen at random: schedule grid area, left-click or hold down the left button
drag to the the checkered corresponding hours set for the selected video type:

14
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3. all devices with this set

Click <all equipment with this setting> button, then all capture cards, network
cameras will be applied for the same video settings.

* weekly Schedule
—RecordMode

. {* Continuous = alarm . £ Mation £ Mon Record

setall | 0n|01|0z|03|04| 05| 06| 07| 08| 09| 10] 11| 12] 13| 14| 15] 16 17| 18] 19| 20| 21 | 22 23]

o | | L
e | | | [ [ [ [
e | | | [ [ [l
e | | | | [ [
s | | | [ [ [ [ [
e | | [
| L

apply to Al
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Audio and Video Setting

Setting x|
- localhost Base Setting I Record Setting  Yideo Audio Setting I PTZ Setting I viden Mation Detection I Privacy Masking I Firm\LIL
i = User
—Video Codec Setting ————————— 05D Setking
] Wideo Codec IH.264 'I W Display Mame
. Cameranz : T—
i -
-~ Cameral3 ot Hig IV Display Time
i o Carmerald
. Storage Setting Key Frame Inkerval  |150 =
. OS50 ColorTexk I vI
Metwork Setting
i~ System Setting Wideo Mode PaL fu

i Log Setti
og Setting — Audio Setting

‘ideo transfer mode | ‘i

—V¥ideo Setting

™ Enable Audio Record

[ Enable Audio
Audio Codec lG.?ll Vi

Audio Compression " Low ' Medium  High

Frarme Rate 25 o
[ Activate Marualky Resalution Setting
Resolution |-Zii= T i

¥ Enable Self-Adapt 30 Dencise

—IR-CUT Soft swikch sensitivity

!
I Enable Auto Elack Stripe Function |J

I Enable Flip Image Funckion

Default: Value | Apply ko All

Ok I Cancel | APPLY

@O video compression: Recommended use H.264

@ Dbitrate: VBR representative variable stream, CBR represents a constant
stream, it is recommended to use VBR, so the picture motion less, can
automatically reduce the large number of streams, save your hard disk space

@  Audio compression: G.711 and speex two ways, it is recommended to
use speex

@ whether to automatically adapt to the 3D noise reduction: It is strongly
recommended by the hook on this feature, you will further reduce the bit rate,
saving your hard disk to improve your screen, reduce your consumption of
resources

® Frame rate: the smaller the frame rate setting range of 0-25, the frame
rate is set, the smaller the image screen delay, recommended 25.

® Resolution: general CIF, so that under normal circumstances in real time
watch 16 video, if you use the D1, will reduce your real-time preview speed

@ Go yellow edge:

image: You can control the image 180° flip

© Audio Settings: You can choose whether to activate the audio recording

default settings: If you set a parameter error, click Use Default Settings>
button to revert to the original parameter settings, click Apply button, the
application set.

11 all set with this setting: Click this button, all capture cards and network
cameras all apply this parameter is set.
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PTZ Setting

=) localhast

- Cameral3
- Camerald
torage Setking
ebwork Setting
i System Setting

- Liog Setking

Base Setting I Recard Setting I Yideo Audio Setting  PTZ Setting |Video IMotion Detection | Privacy Masking | Firrm_4 I F

>

—Preview

—PTZ Setting.

PTZ Protocol
PTZ COM Port
PTZ Bound Rate

PTZ Address

™ Enable P72

|F~B.pr.2 o I
|COI\‘12 'I

—PTZ Test

v

‘ scan

v

[ N

—Preset Point

Mumber

| Descript. .. | Skay Time | Scan I

Add

Goko

Remove

s

Stark Scan

umber
Ciescription

Skay Time

Scan no -

o]

Zancel |

APFLY |

PTZ protocol: a total of 56 kinds of agreements, he supported the agreement contains
the following 55 kinds

AB ABK200 | ACES— | Eric MingJing- | MingJing | DRAGON | EE
1 HN -SAE BO1 -BO1
(Ball
machine)
GRX-2 | HT600 HY JD Kallaite |M80OCI( | MTR500 ( | TM~CIA(
000 _Integra | KONY) KONY) KONY)
tion bal
1 machin
e
New D | PE5051 | PELOC | PELCO-D | PELCO-D( | PELCO-D | PELCO-D | PELOC-D
ecode |K -D(Re | (Nonsta | Nonstand | (Nonsta | (Nonsta | (AB)
r (The d ndard ard 2) ndard 3) | ndard
new Army) | 1) 4)
decod
er)
PELOC | PELCO- | PELOC | PELOC-P | PELCO-P( | PELCO-P | PELCO-P | PELCO-P
-D(Ka | D(Zhen | -P (Nonsta | Haishuo) | (MingJin | (Panaso | (Victor
Kit) gTong) nd) o)) nic) ia)
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PIH-1 | PIH-FA | SAMSU | SE300-S | SE600-HY | SE600-P | SE600S1 | SE600S1
016 (L | STDOME | NG-64 | HARPEYE ELCOD -HY —PELCOD
ILIN) | (LILIN |1 S

)
SE600 | SE600— | SONET | EVI-D10 | SPR9060 | SYYT Testd=Y | Visdom
S1-SH | SHARPE 0 (Sony) 10
ARPEY | YES
ES
W110—- | Yaan Yaan YCWE Silver Silver Yuri
PTZ (1) (2) LetterVl | LetterV | (YLDVR)

064 1200

The other PTZ settings based on your hardware configuration information to

configure

After configuration, select the Use PTZ option, click Apply to.

thing  PTZ Setting |'-.-'iu:|eu:| Makion Detectinn'l Privacy Masking I Firrm 4 I

—PTZ Setking

..........................

PTZ Pratacal | ptz

PTZ COM Port jcomz

PTZBound Rate |

Lef L Lo

PTZ Address I o

—PTZ Teskt
v | ..‘.| 1 | i |Iri5
o b |

SCan Focus
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Color Setting

PTZ Controller

ND VIDED —3
5
‘o

: B 1
Brightrizss
B
<k _
i} 100
sEohast
B
0!
i 10c
Hue
: 7).
i)
o : . 100
‘Saturation ]

Default Y alue

Page Description:

Drag the brightness, color, contrast, saturation button in the video preview window on
the left you can see the effect of the set, adjusted to the best effect.

Not debug to the desired results, you can click using the default settings, the program
default settings.
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Motion Detection

setting X
B lacalhast Base Setting i Record Setting I Wideo Audio Sekking i PTZ Setting ¥ideo Motion Detection | Privacy Masking i Firrm,_4 I L&

—Preview —¥ideno Motion Detection Setting

[ Enable Yideo Mation Detection

[ —=merall

- Cameral2 = whende play:sa

i Cameral3 S
: . Cameran4 Sensitiviky 1l
-~ Storage Setting Sl £ Sy |
L Metwork Setting
£= 3ystem. aetling when detected mations, recording I IS 5
- Liog Sekking

= - Send mail taithe addres

Default Yalue l

Apply to all I

Ok I Cancel APPLY

Page Description:

Commonly used in unmanned video surveillance and automatic alarm. By the
camera will be in accordance with the image of the different frame rate acquisition by
the CPU according to a certain algorithm calculation and comparison, when the
screen changes, if any, people have gone through, the lens is moved, the calculation
results of the comparison show that the number will exceed the threshold and instruct
the system can automatically make the appropriate treatment Enable motion detection
will automatically start your video motion detection system, means that your screen
will activate the recording moving objects, high sensitivity represents a very small
size changes, such as leaves, movement will activate the motion detection, and
sensitivity on behalf of only the larger movement of objects in order to activate the
recording.
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Private Masking

Page Description:

Block the function, also known as regional protection function can be set at the
same time more than one monitor protected area, the camera can monitor bypass
the protection block. To protect people's private information to be monitored in

some special occasions, very necessary.

=5 Io_calhost
- User
¢ b admin

EI Card

merall

- Cameralz
- Camerals
“ Cameral4

- Storage Setting

- Metwork Setting

- Syskemn Setting

- Log Setting

Base Setting | Record Setting | Videa sudio Setting | PTZ Setting | ¥ideo Mation Detection  Privacy Masking | pirm ¢ |+

—Preview

Cameralll

=T
] h f
1
Nl 1S

—Parameters Setting

W Enable Privacy Masking

Apply o Al

X

o]

Cancel APPLY
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Usage:
Hold down the left mouse button, drag the mouse to the place you want to block

the cover, release the left-click and click Apply to activate the private shelter.

X

=) localhost Base Setting | Record Setting | iden audio Setting | PTZ Setting | video Motion Detection  Privacy Masking | Firmi 4| ¥

i~ Presyiew —Parameters Setking

v Enable Privacy Masking

- Camerall3
. Camerall4
- Storage Setting
- Metwork Setting
- Syskem Setting
- Log Setting

Apply ko Al

oK I Cancel APPLY
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Storage Settings

= lacalhost
= User

-iCamerall
-iCameralz
-iameral3
- Camera0d
Setting

- Mekwark, Sekking
- Syskern Setking

- Log Setting

@ hard disk:

Starage Setting ISystem Setfing | Metwork Setting | Log Setting |

—Disk Space
Disk I Total Size Free Size Usage
Oc S53EM 5943M 38%
8] 14293M FOS9M S51%
E 14301M 13399M T

—Storage Setting

—#lert when fres space < 2900

ME
MEe

% Delete old files " Stop Record

—Package interval when recording (minutes)

Is - I {Minutes)

Snapshaot Path:  C:Yhomedvrisnapshot

o]

Cancel

APPLY

elect the left of the tree control global settings, network settings, system settings,

storage settings into the settings page system supports hard loop recording, needed to

store video disk serial number on the hook, if you hook a few disk serial number, then

the DVR system will store a serial number, automatically went to the next disk video

storage disk, when the first disk is full.

@ memory settings:
you can set when the disk storage space is less than 200MB, the user can set
the size of this space, the appropriate size can be set according to the number of

camera station, it is recommended to set 2048MB. The target size when all the
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selected disk space remaining space at the moment, the DVR system will be based
on the user settings to delete old files or stop recording, make the appropriate
operation and video files stored in the disk root directory folder.
(3 Frame grabbing:
grab a video frame to save it as a static picture (or screen shot), save the default

path HomeDVR \ snapshot, users can also freely set.

System Settings

Setting £l
= locathost Skorage Setking  System Setting I Metwark Setting I Lag Setting I
i [=-User
P00 Ladmin Render Mode
- Card {
i Cameradl |Auto vI {Meed to restart the application)
i Cameral?
i Cameral3
: L Cameralsd Frames Cyvcling Interval
i Storage Setting
Metwork Setting | 10 Second
tern Setting
i Lag Setting

—ther Swstem Setting
I~ Auto run this application when startup
[ Shutdewn the:computer when exit this applicatior
I Ak logon the application by defaulk acoount

I~ Enable minimized the application ko tray

Default Vahue |

K I Cancel APPLY
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El- localhost
= User

Cameral3
L Camerald
- Storage Setking
- Metwork Setting
- Syskemn Setting
- Log Setting

Storage Setting  System Setting | Netwiork Setting | Log Setting |

Render Mode

|

L Auta vi {Meed to restart the application)
Auta
D30 Surface

i

¢ {C0raw Offscreen
DDraw Orverlay

D30 Texkure
corpis—— JECEE

—Other Syskem Setting

[ Auto run this application when starking up
[ Shukdown the computer when exit this applicatior
[~ Autologon the application by default account

[ Enable minimized the application ko tray

[~ MouseKey Static |5 'I Mirukes after the lock

Default Yalue |

QK I Cancel APPLY

(O graphics render settings: the corresponding parameters according to their
own computer graphics configuration settings, and has better video effect.

2 There GDI plus graphics rendering mode in this case is not

installed graphics card can be used.

(3 screen cycle time: on behalf of the main interface screen to enter the polling
state, this time all the small screen switching time.

@  OSD configuration: if elected, each of the small screen on the main
interface corresponds to the name of the device and the current time is displayed for
easy user identification on the small screen monitoring locations.

® other system settings: set of users according to their needs.
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Log Settings

=l localhost
EI User
-~ eadmin
EI Card
-~ Camerall

“ Cameral2
- Cameralld
. Camerald
- Storage Setking
- Metwork Setting
- Syskem Setting
g Log Setking

Description:

View system running log of the specified date, including alarm system during

Storage Setting I Systern Sething I Mebwork Setting  Log Setting I

|2Ul2-12—12

= Ew

(" Message  ( Warning  { Exception

" Error

Mo

| TimeStamp

| Source File

| Content

{HJoooooon+
IJoooooons
3 Jonooonoz
i Jooooonot
3 Jonooonon

4

Z012-12-12 14:55:29,953
Z012-12-12 14:55:25.250
Z012-12-12 14:26:3536,993
Z012-12-12 14:15:51.906
2012-12-12 14:18:50.203

1550lg.cpp(CISSDlg. ..
LogonDlg.cpp(CLog. ..
15500g. cpp{ CIS50lg. . .
155DIg.cpp{CI550lg. ..
LogonClg.cpp{Clog. ..

Swstem Open
adminLogin
Swstem Close
Swstem Open
adminLogin

(74 I Cancel

APPLY

system operation, abnormal errors.

Select the date you want to find, log type can be found.
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User Settings

The first time you use the software, please enter the settings, add users and
user rights settings prevent ordinary users for the administrator account to change
settings, resulting in unnecessary losses. The administrator has the highest increase,
delete, and manage user permissions.

Right equipment list box below to add a user> button, to the increase in the
current system user, enter the new user's password and repeat password, the
description of the increase in the current new users, such as: security manager,
security chief, security Finally, enter the Email address (optional): If this new
operator Email address is recommended to fill alarm can send pictures to the above
email address alarm information.

setting x|
= Iolcalhost User Setting I
RS

—Lser Information Setting

—User Privilege Setting ——
—Modify?Delete USER 2 &

g---CameraDl e | I~ Start { Stop Record
- Cameralz
i Cameral3 i i
. Bodidie e I ™ Modify Setting
i Storage Setting [~ Flavback
Netwark, Setltlng e |
i+ System Setting ™ Contral PTZ
i Log Setting
Mail Address: |
I~ Exit DR
Addser | Madify LISER. | Dellser [~ Remate Access
™ Modify User
[ Minimize
regerd
[ 722

oK I Cancel APPLY
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Such as adding a new user the kairui, click OK to re-open configuration, you can see
on Figure Users Kkairui.

=l localhost Iser Setting |
= e .
C L admin ‘Uset Information Setti
i hekairui ~Man
= Card
Zamerall
- Cameral2

i Cameral3

To delete a user:

Selected does not require a user name, click on the right side of the device list box
below the <delete> button to remove the user.

Add a user or change the settings, you need to click on the <the Applications> button
to save the settings.

setting x|
El- localhost User Setting |
=1 User
i i admin —User Information Setting — -
R —Muodify, Delete IUSER —User Privilege Setting
P feairui :
= Card [V StartiStop Audio Yi
‘. Camerail Username: ||-nll ul
. Cameralz ¥ Madify Setting
- Camerals Mew |
i . Camer a4 M Playhack
i Storage Setting T
i Confirm
i Metwark Setting I I control PTZ
i Syskem Setting :
... Log Setting Mail Address: | W Exit DVR
v Remote Access
Deleted success V' Madify User
e ¥ Minirmize
¥ Remate Ptz
¥ Remake Play

oK Cancel APPLY
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Playback Software

Digital Wideo Digital Video Digital Wideo
Recording System Recording System Recording System

Fast Slow Bakup
my () (=)
QoYY "

Pause  Audio

Digital Video Digital Wideo Digital Video Digital Video
Recording System Recording System Recording System Recording System T

13-0637
13-01-37
12-56-37
125137
124637
12-41-36
12-36-36
12-31-36
12263
122136
12-1636
12-11-35
120635
120135
118638
11-51-35
11-46-34
11-41-34
11-36-34
113134

Description:

1) video data, the blue stripes represent continuous video file, the red stripes
represent the dynamic motion detection recording file.

2) Playback video: first select the camera to playback the Green handle drag to the
need to watch the time period to play.

3) the bottom of the page you can check multiple cameras, playback of multiple
cameras simultaneously.
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Digital Video
Recor 1ing System

TMe Functic
stop, next fram
complete)

Digital Wideo Digital Wideo Digital Wideo
Recording System Recording System Recording Sysier.

Full-Seresn
1 Split-Sereen
reen

Digital Wideo Digital Wideo Digital Wideo
Recording System Recording System Recording System e
13-11-37
13-06-37
13-01-37
125837

Previous Page
Palling
HNext Page
Last Page
300
300

n of Read Circle is respectively for playback, fast play, slow play,
e action decomposition, pause, backup (this feature is not yet

Chick whio& one You want to control the video and then Execution
This section features: First, Previous, window round robin, the next page, last

page

Window round robin: automatic beat to the next window, and an infinite loop.
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Sub-control terminal

1. Sub-control terminal interface

02-04-2014 13:32:21 ww

v Card
! Canerall
ND wviDED i
T Cameral3
1 Canerad
PTZ Control™ |
[ raene N\

= -
Remote E NetID: 159609 Yersior: 2.6.00 Time:2014-4-2 13:32:20 { ﬂ ﬂ - B a ﬂ é @ 6
Layig Audio Snapsiyf Float Lock Sefting Playback 2 ’

Interface Description:

@ Playback

. Display Video and window control
window

@Layout Setting the layout and video save path

® List ofTelnet, equipment list, PTZ control, remote playback, remote
features  |palette
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1. Remote login
Enter E Net number of remote / IP address / DDNS user name, password, default

Metwark 1D / IF / DDNS

is: admin

=

zermarme;

| |
Fazsward:

| |
.ogan Mode

F (Q@IFCEN [~ kP

Eemote Logon
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7. Equipment list

Camerall

Eiilﬂameraﬂﬁ
ﬁi-I:ameraDS
Eii[hmmraDQ

8. PTZcontrol

FTEZ Controller

| eee——
Focus

Zoomm

Iris
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9. Remote playback Find - Select the video file

RemotelD |127.0.0.1 | =]
—aner 1 -
AN

ctDat42012—12—]‘ =1
artT ime I O:00:00 \ j
rndTime |23:59:59 j
ecnrdT_l,ll:I.n.ll Twpe ITl

SkarkTirme | EnclTlmi
4| ILI.

10. remote tinting the screen color control

igital Widen
Recording Sgsicm

migital Wideo Digital Wideo
Recording Sypysfem Recording Sgsifcm

R
BRI
ek
B2 B

gy
L

Bl 000

LTE 0 HOSH FHEE
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IE browser remote access

Preparatory Work

The Company's products have passed the Microsoft digital signature, under
normal circumstances, open the pages change automatically install activex control, if
special circumstances can not be installed properly, please follow the instructions
below to adjust your browser settings.

1. Open the IE browser

2. click Tools Internet Options

Internet Opticns M

- s

General |5ec|_|rit5f I Privacy I Content | Connections | Programs | .ﬁ.duanced|

Home page -
To create home page tabs, type each address on its own line,
|
g hittp:/wana, baidu.comy -
| I=e current | | Lise default I | Lize blank

| Browsing history

yr '1_ . Delete temporary files, history, cookies, saved passwords,
¥ and web form information.

[7] Delete browsing history on exit

Delete, .. H Settings I
Search -
| ()} Change search defaults i
‘;}'J b : Settings
Tabs
— | Change how webpages are displayed in
[~ tabs.
Appearance -
|
Colors H Languages H Fonts ][ Accessibility |
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3. Click Security, select the Internet and click Custom Level.

Internet Options m

General | Security |Pr15.racr I Content | Connections | Programs | Aduanu_:ed|

Select a zone to view or change security settings.

@ 4 v O

nE Local intranet  Trusted sites  Restricted
| sites

Internet f

Sit
I q This zone is for Internet websites, ! 2Es
except those listed in trusted and

restricted zones,

| Security level for this zone

Custom

Custom settings.
-To change the settings, dick Custom level,
-To use the recommended settings, dick Default level.

[|Enable Protected Mode (requires restarting Internet Explorer)
| [ Custom level,.. ] [ Default level ]

[ [ Reset all zones to :;IEhth_JEtrEI I

u_ ok |[ canc Anply
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4. Download unsigned ActiveX controls, select Enable, and then click OK.

Security Settings - Internet EFH_'IE_I_ —— ﬁ

Settings

|#| ActiveX controls and plug-ins [&]
|#] Allow ActiveX Filtering '
(") Disable
@ Enable (M
|¢] Allow previously unused ActiveX controls to run without prom IF|
(") Disable
@ Enable
|¢] Allow Scriptlets
(") Disable
@ Enable
(71 Prompt
|#] Automatic prompting for ActiveX controls
(7 Disable
@ Enable
|#| Binary and script behaviors i

T Adminictrstar snneaosd

L 1] | b

*Takes effect after you restart Internet Explorer

Reset custom settings

Resetto: | Medium-high (defauit) v | Reset.. |

| ok || concel |

5. Login http://www.homedvr.net/
6. find below the address bar (close to the address bar) to prevent box
7. right-click to install this control, wait 5 minutes.
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Open is the following interface:

Digital Wideo igital Wideo
Recording Sysfem Recording System

Wigital Video Digital Wideo
Recording Sysifecm Recording Systfem
BB
=AEH
ji7:12).8
e
9] ©
BEER BOZH% FREE 3 @
HFE B € B @ € w—HEETELE. | [N wes fr3 - (help_chs 2... | L) Ciihomedyr | 40 gl = BRSSO AR s

Enter the number of remote E Netcom / IP address / DDNS, user name, password,
default is: admin
Both sides should keep the network traffic

Connection mode
TCP: general for China Unicom, China Telecom.

P2P: generally used for part of the IP address of the network.
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IE remote controls Features

HUTRR
pjnm suvaance

EEER
EFE/IPHAE /DDNS

migit=1 Wideo migital Wideo
Recording Sysfem Recording Sgsiem

migital Wideo INigital Widen
Recording Sysfem Recording Sysiem

Interface Description:

(DSplit-screen button Were 14,916 split screen

@Playback window Display Video and window control

(3Configuration (save path)  Video and screen shots

@List of features Operation and debugging video

Right-video screen
@frame grabbing (screen shot)

@full screen Digitat WiE -
RBecardl i Fs




List of Features

Digital Wideo
Recording Sysifem

Digital Wideo
Recording Sysifem

Digital Wideo
Recording Sysfem

Digital wideo
Recording Sysfem

Ed

T HOE®F #H8E
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Manual recording

Select manual recording, the system will stop the automatic recording control, user
manual recording control channel control panel interface through the list of devices,
right-click to the following figure:

Dpen device
F'C Close device
%o Starrecording
.. Btop recording
yie ReName
T Canerals
Ttﬂmaraﬂﬁ
I?Ilif:arne:t’:al:l"lr

Ttﬁmeraﬂﬁ
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Remote PTZ Control

Operating PTZ: up and down, automatic line scan, zoom, etc.

> ZEEHER

Remote Playback

Choose to fill in the remote ID number, channel, select a time, start time, end time,
video type, and click Find to wait 1-2 seconds. After the following figure:
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RIS
- - - - - - 5 Z,
rgaral Wrideo igiral Wideo B i

HEEEM f2014- 326

Recording Sysfem Recording Sysfem 7

=
=
=

#FAE  |z35959
nesn

FrraEiEl (e

Wigital Video Digital Wideo
Recording Sysifecm Recording Systfem

BEE e00

BES HOE% FREE

You find these video

Left-click to select the video that is playing, remove selected cease:
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video suivalfiance

RematelD
o mmm ||
SelectData [a014- +- 2 7]

StatTime | 0:00:00 =

EndTime  |23:59:59

FlecoidType 4l Type [~

StartTime EndTime -
00:07:53
Oooiorsz 00:12:53

Ooo:izis+ 0017154
Ooo:i7s4 00:22:54
Oooizzis4 00:27:54
Oon:zzis4 00:32:54
Ooo:zzss 00:37:55
Oon:zrss 00:42:55
[oo:sz:55 0047155
Oooszss 00:52:55
- - - Ooo:sziss 00:57:55
INigrtal Widleo Owsns  olozs
Oot:oz:5a 01:07:56
Ootorss 01:12:56
Recording Sysiem Hoe b
Oouizis? 01:22:57
Mo o

B B 00 ©
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Remote Color Setting

s

]
]

Iz

Falette

Fif Ry
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Page Description:

Drag the brightness, color, contrast, saturation button in the video preview window on
the left you can see the effect of setting, adjusted to the best effect, click the

<Applications> button to apply this setting.

Click the camera you want toned, hold down the left button to drag the color button

on the right after the release, you can wait for one second.

ERigilal Widen Digital Wideo
Becording Spysfem Recording Sysiem

ERigital Wideo Digiral Wideo
Recording Spysfem Recording Sysiem

oog

Layout Float Setting
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Mobile Remote Access

Android Phone

Open Network

Open a browser, log http://www.homedvr.net/

Click Android mobile phone software, download and install

Open After installing the software Work_02

Enter the To remote IP / Dynamic Domain Name / Network ID username admin
password admin (both sides must be smooth network)

6. After successful login will display all camera channel, click the channel you want
to monitor you.

ok owpneE
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Apple Phone

1.0pen Desktop find comes Appstore

WEERDL. . Bup Game Center

O@

BFIFRE  iTunes Stor=  App Store - “Passbook

2.0pen App Store

eeeee HEMBE T 16:07 @ 9 85% W)

Q #x

w B @ Q O

HETH ML #R
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3.Enter search inside homedvr

essee MEKE T 16:08 @ 9 85% W)
Q. homedvr 110452 Q
HomeDvr
ZHU GUANG YU Cl}
* % % e vy (7)

T

i HEHT1E R BR =k

4.After clicking the top right corner to download and install the clouds.Such as:

sesee MEXR T 16:09 @ @ 85%
Q. homedvr 1SR @
- HomeDvr
ZHU GUANG YU T
L8 & & (7)




5.Then click Open Figure

eeeee EFRKE T

sz o (T
EMES: ‘
A R & admin

@ A sscoe

iRt TCP m

6.Enter E Netcom number and user name (default admin) and password (default
admin) can log in, recommended connections: p2p.

7.real-time monitoring, but after the login, Figure

@ © 84% W)

migital videa
Recording System

Digital Video Digital Video
Recording System Recording System

EIENE S ETEE

O & a] a0
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Frequently Asked Questions

Why run the software does not have a video screen after the installation is

completed?

Make sure the correct hardware monitoring card installed in a PCI slot and
fixed. Verify that the power to install the card corresponding drive and make sure that
the camera is working properly connected open screen preview option Antong
monitoring software.

Map, turn off the computer, unplug the capture card, check whether the Goldfinger at
stained with stolen goods, eraser, paper towel to wipe clean the slot inside blocked
with debris, clean up, and then after the capture card test .

Why run the software without any error,but the main interface does not

have a video screen?

Such a situation occur that your graphics card is not installed the correct
graphics card driver, enter the settings, system settings, select the above rendering
mode inside Direct Draw restart the software can.

How to solve the question of the main interface is not covering the entire

display screen?

We currently support 16 kinds of resolution, 800x600, 1024x768, 1280x600,
1280x720, 1280x728, 1280x800, 1280x960, 1280x1024, 1360x768, 1366x768,
1440x900, 1600x900, 16001200, 16801050, 1920x1080, 1920x1200;, if not the 16
resolution, the software will automatically switch to 1024x768 resolution. It is
recommended to use more than 16 kinds of resolution, so that the software to achieve
the best results.

Why use the E Netcom can not remotely?

The E China Netcom No. currently using TCP connection, it is necessary to
ensure the router to install the capture card host open UPNP function. And restart the
software and wait for 1 minute.

Please restart if router's UPNP already open to, make sure that the router's DMZ host
has closed, and to ensure that there is no any manual port mapping or virtual server
occupied 10060,10061 ports to avoid and UPNP automatic mapping of conflict, the
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completion of these operations, software and wait for 1 minute.
If the router does not support UPNP mapping, this time on the need to manually add
port mapping rules is 10060 to 10060, 10061 two ports TCP protocol mapping to the
router, 10061 port can be.

If the on Syria method is unable to achieve remote access, please check the
router's WAN port IP address and ip.qg.com of IP address are the same, and if not,
can only use UDP penetration mode (P2P) networked.
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